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Lineset 

Number 
Distance from 
Plaster Line 

Batten Trim Item 

    

1 0’-3” 17’-9” Motorized projection screen 
2 0’-11” 17’-4” Main Curtain 
3 1’-2” 18’-2” Border #1 
4 1’-5” 16’-0” Legs #1 (hung at 16’-0” off center, hard edge) 

(Pipes are width of legs only, not a full-stage batten) 
5 3’-1” 18’-0” Electric #1 
6 4’-10” 18’-3” Border #2 
7 5’-7” Track: 16’-6” 

Pipe:   16’-0” 
Legs #2 (tracked to 16’-0” off center, hard edge) 

8 6’-6” 17’-11” Electric #2 
9 10’-6” 18’-7” Border #3 
10 11’-4” Track: 16’-8” 

Pipe:   16’-1” 
Legs #3 (tracked to 16’-0” off center, hard edge) 

11 12’-5” 18’-0” Electric #3 
12 16’-0” 18’-6” Border #4 
13 16’-8” Track: 16’-4” 

Pipe:  15’-10” 
Legs #4 (tracked to 16’-0” off center, hard edge) 

14 17’-5” 17’-5” Black traveler 
15 18’-6” 17’-10” Electric #4 
16 21’-10” 18’-0” Empty pipe 

Back wall 22’-0”   
 
 
Light Ladder 

Number 
Distance from 
Plaster Line 

Ladder Bottom 
Pipe Trim 

Distance from 
Center Line 

    

SR#1 1’-7” 9’-10” 20’-10” 
SR#2 6’-5” 9’-10” 20’-10” 
SR#3 12’-3” 9’-10” 20’-10” 
SR#4 18’-1” 9’-10” 20’-10” 

    

SL#1 1’-10” 9’-10” 19’-3” 
SL#2 6’-3” 9’-10” 19’-3” 
SL#3 12’-5” 9’-10” 19’-3” 
SL#4 18’-6” 9’-10” 19’-3” 

 
 
GRID HEIGHT:  19’-4” 
CEILING HEIGHT:  19’-8” 


