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Summary Title: Contract for Purchase of Three Utility Vehicles for Water, Gas 
and Wastewater Operations 

Title: Approval of a Purchase Order With American Truck & Trailer Body 
(AT&TB) in an Amount Not to Exceed $687,638 for the Purchase of Three 
2016 Peterbilt 337 Extended Cab Chassis Including AT&TB Maintenance, 
Construction Service Body and Approve Budget Amendments in the Water 
Fund, Gas Fund, Wastewater Fund, and Vehicle Equipment and Replacement 
Fund 

From: City Manager 

Lead Department: Public Works 
 

Recommendation  
Staff recommends that Council: 
 

1. Approve and authorize the City Manager or his designee to execute a 
purchase order with American Truck & Trailer Body (AT&TB) in the 
amount of $687,638 for the purchase of three 2016 Peterbilt 337 
Extended Cab Chassis fitted with American Truck And Trailer Body 
Maintenance, Construction Service Bodies; and 

 
2. Amend the Fiscal Year 2016 Budget Appropriation Ordinance for: 

a. the Water Fund by: 
i. Increasing the transfer to the Vehicle Equipment & 

Replacement Fund in the amount of $163,188; and, 
ii. Decreasing the Rate Stabilization Reserve in the amount of 

$163,188; 
b. the Gas Fund by: 

i. Increasing the transfer to the Vehicle Equipment & 
Replacement Fund in the amount of $163,188; and, 
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ii. Decreasing the Rate Stabilization Reserve in the amount of 
$163,188; 

c. the Wastewater Fund by: 
i. Increasing the transfer to the Vehicle Equipment & 

Replacement Fund in the amount of $163,188; and, 
ii. Decreasing the Rate Stabilization Reserve in the amount of 

$163,188; 
d. the Vehicle Equipment & Replacement Fund by 

i. Increasing the transfer from the Water Fund by $163,188; and, 
ii. Increasing the transfer from the Gas Fund by $163,188; and, 

iii. Increasing the transfer from the Wastewater Fund by 
$163,188; and, 

iv. Decreasing the ending fund balance by $43,074; and, 
v. Increasing the Scheduled Vehicle and Equipment Replacement 

– Fiscal Year 2016 project (VR-16000) in the amount of 
$532,638. 

 
Background  
The City’s existing size and class of utility service truck is inadequate for current 
utility operations and are the cause of inefficiencies. Gas and Water services 
require specialized equipment, large in scale and unsafe for towing on 
conventional trailors. If equipment can’t be hauled inside the vehicle, it must be 
towed behind. If necessary equipment cannot be loaded onto a single vehicle, 
multiple vehicles and staff are needed for delivery. The maintenance issues 
related to trailors being towed with inadequate vehicles have compounded the 
costs associated with these inefficiencies.  
 
In addition, tools, equipments and materials specific to each job must be loaded 
and unloaded onto the vehicles on a daily basis. After on-scene assessments, 
most jobs require additional or different equipment than anticipated.  This 
impacts crew dispatch and emergency response times. 
 
Audit of Vehicle Utilization and Replacement  
The Vehicle and Equipment Use, Maintenance, and Replacement policy section 4-
1 provides for the on-going replacement of City fleet vehicles and equipment.  
Replacements are scheduled using guidelines based on age, mileage 
accumulation, and obsolescence.  Policy 4-1, Attachment B “Fleet Repalcement 
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Criteria” prescribes a replacement interval for trucks with service bodies/dumps 
of ten (10) years or 100,000 miles. 
 
These purchases are being recommended with full consideration for the Audit of 
Vehicle Utilization and Replacement report dated April 2010.  The Fleet Review 
Committee (FRC) reviewed all of the vehicles proposed for replacement and 
authorized their replacement on October 19, 2015 in accordance with audit 
recommendations and based on:   
 

 An examination of each vehicle’s current usage; 

 An analysis of each vehicle’s operating and replacement costs; 

 A comparison of the age, mileage, operating cost and performance of 
each vehicle with others in the class; and 

 An analysis of alternatives to ownership, such as mileage 
reimbursement; pooling/sharing; the reassignment of another 
underutilized vehicle, or renting. 

  
The City’s fleet currently has three utility service trucks on the replacement 
schedule. Two of the trucks are 1996 Chevy C3500HD’s with utility bodies, over 19 
years in age and have a combined mileage exceeding 129,000 miles.  The third 
truck, a 1997 Chevy C3500HD with utility body, is 18 years in age with mileage 
exceeding 42,000 miles. Two of the utility trucks are used for water and sewer 
operations, the third for gas operations.   
   
Discussion 
The fully outfitted Peterbilt 337 is the industry standard for underground utility 
work and equipped to eliminate the aforementioned inefficiencies.  These larger 
capacity utility trucks can carry the full compliment of tools and tow the 
necessary trailors. Capacity will reduce time spent loading and unloading 
equipment, the need to make frequent return trips to the maintenance yard for 
additional equipment and improve dispatch and emergency response times.  
 
The staff time savings generated by the elimination of these ineffeciencies are 
estimated to more than offset the additional cost of the larger vehicles. 
 
Bid Process 
The City’s Municipal code, PAMC section 2.30.360 (j) identifies the process that 
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allows the use of intergovernmental cooperative purchasing agreements.  Bids for 
this purchase (Attachment A) were obtained through the National Joint 
Purchasing Alliance (NJPA), an approved cooperative group. A Request for 
Quotation (RFQ) for three Peterbilt, model 337’s, was sent to National Joint 
Powers Alliance (NJPA) on January 21, 2015.   
 
Staff recommends that council approve this agreement with American Truck & 
Trailer Body (AT&TB) for the purchase of these three utility trucks. 
 
Resource Impact 
The Vehicle Replacement Fund does not have sufficient funding to purchase the 
three vehicles.  Traditionally, vehicle procurements are pre-funded in the Vehicle 
Replacement Fund through annual charges to the department/fund that benefits 
from the vehicle.  In the FY 2016 budget, there is $155,000 available in the Vehicle 
Replacement Fund allocated for these replacements.  In this instance, the funds 
transferred from Utilities Enterprise Fund to the Vehicle Replacement Fund  were 
not sufficient to fund this change in need and increase in cost.  To support this 
purchase, an appropriation of $532,638 to the Scheduled Vehicle and Equipment 
Replacement - Fiscal Year 2016 project (VR-16000) in the Vehicle Replacement 
Fund, offset by transfers of $489,564 from the Utilities Water, Gas and 
Wastewater Funds and $43,074 from the Vehicle Replacement Fund, is 
recommended. The transfer from the Utilities Water, Gas and Wastewater Funds 
will be divided evenly in the amount of $163,188 offset by decreasing reserves 
from these funds.  
 
To support replacement of these vehicles when they reach utilization thresholds, 
the annual transfer from the Utilities Enterprise Fund to the Vehicle Replacement 
Fund will be increased in future budget years. 
 
Policy Implications 
Authorization of the contract does not represent any change to the existing 
policy. 
 
Environmental Review  
This vehicle will meet the EPA 2016 Emissions standards.  
Attachments: 

 NJPA Bid Doc#1 (PDF) 
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National Auto Fleet Group
A Division of Chevrolet of Watsonville

490 Auto Center Drive, Watsonville, CA 95076
(855) 289-6572· (855) BUY-NJPA • [831) 480-8497 Fax

FI eet@NationaIAutoFleetGroup.com

6/1/2015

Mr. Bryan Haggans

City of Palo Alto
320 I East Bayshore Road
Palo Alto, CA 94303

Dear Bryan Haggans,

National Auto Fleet Group is pleased to quote the following vehicleis) for your consideration.
Two (2) New/Unused (2016 Peterbilt 337 Extended Cab Chassis with AT&TB
Maintenance, Construction Service Body) delivered to your department yard by Mr. Marsh
with AT&T13, each for

(1) One Unit (2) Extended Units

Sub Total $
Tax (8.75%) $

210,020.00
18,376.75

s
$

420,040.00
36,753.50

Total s 228,396.75 $ 456,793.50

-per the attached specifications.

This vehicle(s) is available under the National Joint Powers Alliance Bid Number 102811.
Please reference this Bid Number on all Purchase Orders.

Thank you in advance for your consideration. Should you have any questions, please do not
hesitate to call.

Sincerely,

.s->:
Jesse Cooper
National Fleet Manager
Office (855) 289-6572
Fax (831) 480-8497

~TOVOTA
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Kansas City, Kansas United States 66111
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Kansas City Peterbilt K150
8915 Woodend Road

City of Palo Alto

Kansas City, Kansas United States 66111
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Kansas City Peterbilt K150
8915 Woodend Road

City of Palo Alto

Kansas City, Kansas United States 66111
Phone: (913) 441-2888
Fax:
Email:

,
Phone:
Fax:
Contact Email:
Prepared for:

Vehicle Summary
Unit Chassis

Model: Model 337 Fr Axle Load (Ibs): 12000
Type: Full Truck Rr Axle Load (Ibs) 20000
Description: Crew Truck G.C.w. (Ibs): 60000

Application Road Conditions:
Intended Serv.: City Delivery Class A (Highway) 100
Commodity: Other Commodity Class B (Hwy/Mtn) 0

Class C (Off-Hwy) 0
Body Class D (Off-Road) 0

Type: Platform w/Devices Maximum Grade: 6
Length (ft): 14 Wheelbase (in): 210
Height (ft): 13.5 Overhang (in): 81.79999
Max Laden Weight (lbs): 1000 Fr Axle to BOC (in): 69.8

Cab to Axle (in): 140.2
Trailer Cab to EOF (in): 222.0

No. of Trailer Axles: 0 Overall Comb. Length 313(in):
Type:
Length (ft): 0 Special Req.
Height (ft): 0.0 United States Registry
Kingpin Inset (in): 0
Corner Radius (in): 0

Restrictions
Length (ft): 40
Width (in): 102
Height (ft): 13.5

Approved by: Date:

Note: All sales are F.O.B. designated plant of manufacture.

PACCAR Financial offers innovative finance, lease and insurance programs
customized to meet your needs.

IPAcx:4A
FINANCIAL

Ask your dealer for a quote today, or visit our website @ www.paccarfinancial.com.

Unpublished options may require review/approval.
Dimensional and performancedata for unpublished options mayvary from that displayed in PROSPECTOR.
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Kansas City Peterbilt K150
8915 Woodend Road

City of Palo Alto

Kansas City, Kansas United States 66111
Phone: (913) 441-2888
Fax:
Email:

,
Phone:
Fax:
Contact Email:
Prepared for:

Description
Base Model

Model 337
Other Commodity
City Delivery
Truck or tractor which hauls freight, typically operating within a 100-mile
radius, on public streets and highways and other paved surfaces. Typically
includes package and freight delivery.

Platform w/Devices
United States Registry

Configuration
Not Applicable
Secondary Manufacturer

Frame & Equipment
10-5/8in Steel Rails 326-384 in
10.625 x 3.45 x .313 Dimension, 1,776,000 RBM; Yield Strength 120.000
psi. Section Modulus 14.8 cubic inches. Weight 1.44 Ibs/inch pair

Custom Wheelbase or Overhang
Engineering approval may be required.

EOF Square without Xmbr
For use with body builder installed crossmember.

Omit Rear Mudflaps and Hangers

Front Axle & Equipment
Dana Spicer E12021 12,000 Ib
3.5" drop. Factory front axle alignment to improve handling & reduce tire
wear. Zerk fittings on tie rod ends, king pins. & draglink ball joints for ease
of maintenance & help extend service life of components. Coqrus
EMGARD® FE75W-90 synthetic axle lube provides over 1% fuel economy
improvement. Reduces wear & extends maintenance intervals, resulting
in increased uptime. Provides improved fluid flow to protect components
in extreme cold conditions & withstand the stress from Iligh temperatures,
extending component life.

Taper Leaf Springs, Shocks 12,000 Ib
Power Steering Sheppard HD94
For use with 10,000 to 13,200 lb. axle ratings.

Weight

10,215

o
o

o
o

o

400

o

o

o

o

o
o
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Description
Power Steering Reservoir Frame Mounted
PHP10 Aluminum LMS Hubs
11-1/4" bolt circle. Includes a supplier extended coverage up to 3 years
350.000 miles for bearings & seals.

Dana Spicer Wide Track IPO Std, Front Axle
71 in KPIIPO 69in for E1202, E1322, E1462, D2000F front axles. For
improved turning radius.

Bendix Air Cam Front Drum Brakes 16.5x5
For use with 10,000 Ibs to 14,600 Ibs steer axles. Includes automatic
slack adjusters & outboard mounted brake drums.

Dust Shields, CAM And Air Disc Brakes, Front Axle

Rear Axle & Equipment
Dana Spicer P20060S 20,000 Ib
PHP10 Iron LMS Hubs
11-1/4" bolt circle. Includes a supplier extended coverage up to 3 years!
350,000 miles for bearings & seals.

Parking Brakes (Axle Package)
Dust Shields For Cam Brakes, Drive Axle(s)
Diff Lock Rear-Rear Or Single Drive Axle
(Air Rocker Switch occupies the space of one gauge)

Rear Brake Camshaft Reinforcement
Gusseted Cam Brackets, Drive Axle(s)
SBM Valve
Full trucks require a spring brake modulation (SBM) system for emergency
braking application. This system requires an SBM valve and a relay valve
with spring brakes on the rear axles. The SSM valve allows the foot valve
to operate the rear axle spring brakes if a failure exists in the rear air
system.

Upsize Parking Brakes
Stability System Not Selected or Not Available
Single Drive Axle (Model 337)
Anti-Lock Braking System (ABS) 4S4M
ABS-6. Includes air braking system.

Bendix Air Cam Rear Drum Brakes 16.5x7
Inc automatic slack adjusters & outboard mounted brake drums

Ratio 6.17 Rear Axle
Peterbilt Low Air Leaf 21,000 Ib, Light Weight

Engine & Equipment

Weight
o
o

5

o

4

o
o

o
15
24

9
2
o

o
o
o
o

o
o

73
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Description
PACCAR PX-9 300@2000 GOV@2200860@1300
(2013 Emissions) Includes alum flywheel housing, cruise control, and
J1939 provisions (provides an interface point for the Electronic Service
Analysis-ESA and other PACCAR approved diagnostic tools). Chevron
Delo LE SAE 10W30 engine oil is specially formulated for new low
emissions engines. Magnetic engine oil drain plug captures and holds any
metal fragments in engine oil to extend service life.
N21320 N205 120 ..Standard Maximum Speed Limit [LSL]
N21330 N207 O....Expiration Distance
N21340 P005 120 ..Hard Maximum Speed Limit
N21350 P001 64 ..Maximum Accelerator Pedal Vehicle Speed
N21360 P110 O Accelerator Lower Droop
N21370 P059 64 Maximum Cruise Speed
N21380 P111 O,.,.Cruise Control Lower Droop
N21400 N203 252 ..Reserve Speed Function Reset Distance
N21410 N202 0 ,.Maximum Cycle Distance
N21420 N206 10.. Maximum Active Distance
N21430 N201 O Reserve Speed Limit Offset
N21440 P015 No Engine Protection Snutdown
N21450 P026 NO Gear Down Protection
N21460 P046 1400.Max PTO Speed
N21470 P062 NO Cruise Control Auto Resume
N21480 P068 No Auto Engine Brake in Cruise
N21500 N209 O Expiration Distance
N21510 P520 Yes ..Enable Idle Shutdown Park Brake Set
N21520 P030 5....Timer Setting
N21530 P233 Yes ..Enable Impending Shutdown Warning
N21540 P234 60 Timer For Impending Shutdown Warning
N21550 P516 35 Engine Load Threshold
N21570 P031 No ldle Shutdown Manual Overrule
N21590 P230 Yes ..Enable Hot Ambient Automatic Overrule
N21610 P172 40 Low Ambient Temperature Threshold
N21620 P173 60 lntermediate Ambient Temperature Threshold
N21630 P171 80 High Ambient Temperature Threshold

Engine Idle Shutdown Timer Enabled
Enable EIST Ambient Temp Overrule
Eft EIST NA Expiration Miles
Effective VSL Setting NA
CARB Engine Idling Compliance
PACCAR PX-7, PX-9 and MX, Cummins ISL, ISM and ISX diesel engmes
will include the required factory installed serialized sticker on the drivers
door to identify them as meeting the NOx idling standard.

PACCAR 160 Amp Alternator, Brushed
PACCAR 12V Starter
2 PACCAR Premium 12V Starting Batteries 2000 CCA
Threaded stud type terminal. Stranded copper battery cables are double
aught (00) or larger to reduce resistance.

Battery Jumper Terminal Mounted Under Hood
LH Frame Rail. Not available with PX-7 engines.

Weight
o

o
o
o
o
o

o
o
-4

4

Unpublished options may require review/approval.
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Description
OM Advantage ON/OFF Fan Clutch
18.7 CFM Air Compressor
Furnished on engine. Teflon lined stainless steel braided compressor
discharge line.

C-Brake By Jacobs, PX-9
Spin-On Fuel Filter/Water Separator, 12VHeated
Frame Mounted. In addition to the fuel filter supplied with the engine.
Includes fuel water separator on Models 330, 337, and 348.

Engine Protection Shutdown
Includes oil pressure, oil temperature, coolant temperature, and intake
manifold temperature.

High Efficiency Cooling System
Silicone radiator & heater hoses enhance value, durability, & reliability.
Constant tension band clamps reduce leaks. ClimaTech extended life
coolant extends maintenance intervals which reduces maintenance costs.
Anti-freeze effective to -30 degrees F helps protect the engine. Low
coolant level sensor warns of low coolant condition to prevent engine
damage. Radiator Size by Model 587 1330 sq in. 579/367 FEPTO 1325
sq in, 567/365/367 1440 sq in. 384/386: 1301 sq in, 382/365 FEPTO:
1184 sq in. 389/367 HH 1669 sq in, 348: 1000 sq in.

Radial Seal, Dry Type Air Cleaner, Frontal
Air Intake. Molded rubber air intake connections with lined stainless steel
clamps seal to prevent contaminants in air intake.

Exhaust Single Horizontal
DPF/SCR RH under cab. Includes cab entry RH under cab.

Transmission & Equipment
Allison 3000 RDS-PTransmission, Gen 5
Rugged Duty Series. Includes Rear Transmission Support. TranSynd
Automatic Transmission Fluid, and Water Oil Heat Exchange. Also
includes features that monitor the transmission fluid, filter and clutch
condition Wili display percent life remaining for the transmission fluid, filter
and clutches on the shift selector. This information may be displayed using
the Mode and Up and Down buttons. A wrench icon will also be included
to indicate when the transmission fluid. filter or clutches need servicing.
(Suited for vehicles operating on/oft highway and/or requiring PTO
operation)

1710HD Driveline, 2 Midship Bearings
(1) Dash Mounted Single Acting Air PTOControl
Standard with PTO engaged indicator light on Class 8 units. Occupies the
space of one gauge.

LH PTOAccess Dipstick Tube Routing,Allison Trans
Allison FuelSense Not Desired
Allison 6-Speed Configuration, Close Ratio Gears
3000 Series Transmissions

Dash Mounted Push Button Shifter

Weight
o
o

90
o

o

o

o

-31

110

100
o

o
o
o

o
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Description
Air & Trailer Equipment

Bendix AD-IS EP Air Dryer with Heater
Extended Purge (for use with higher air consumption applications). An
integrated system air dryer that incorporates tile functions of the air dryer,
purge reservoir (which Increases the drying capacity), wet air tank,
pressure relief valve. Single check valves, and pressure protection valve
for air susp and other air accessories. Includes easy-to-service spin-on
dessicant cartridge.

Berg Pull Cord Drain Valve(s) - All Air Tanks
Nylon Chassis Hose
Steel Painted Air Tanks
All air tanks are steel with painted finish except when Code 4543330
Polish Aluminum Air Tanks is also selected (then exposed air tanks
outside the frame rails will be polished aluminum). Peterbilt will determine
the optimal size and location of required air tanks. Narratives requesting a
specific air tank size or location will not be accepted for factory Installation
See ECAT to determine number or location of air tanks installed.

Body Connections 5ft BOC
Junction Box contains light and power circuits for Body Connections
located 51tfrom BOC.

A&E Conn EOF w/7-way Socket (w/Conn EOF Strapped
to tile rail)

Tires & Wheels
FF: GY 14ply 295/75R22.5 G661 HSA
Diameter = 40.6 Inches; SLR = 19.0 inches. Compares to Michelin XZE2
and Bridgestone R260F tread.
RR: GY 14ply 295/75R22.5 G572A LHD
Fuel Max; Diameter = 41.1 inches; SLR = 19.3 inches
Code-rear Tire Oty 04
FF: Accur Stl Armor 50344PK 22.5XB.25
Heavy duty, 5 Hand Holes
RR: Accur Steel Armor 50487PK 22.5X8.25
PHP10-5 hand holes
Code-rear Rim Oty 04
Accuride Grey Wheels IPO White

Fuel Tanks
26in Aluminum 50 Gallon Fuel Tank LH U/C
Includes steps for cab access. Paddle handle filler cap with threadless
filler neck. Top draw fuel plumbing reduces chance of introducing air into
the fuel system during low fuel level conditions due to the central
placement of fuel pickup tube. Wire braid fuel lines increase durability &
reduce potential for leaks.

Location LH U/C 50 Gallon
DEF Tank Mounted LH Under Cab
Standard DEF To Fuel Ratio 2:1 Or Greater

Weight

39

o
o
o

4

15

14

60

o
22

-8

o
o

-119

o
o
o

Unpublished options may require review/approval.
Dimensional and performance data for unpublished options may vary from that displayed in PROSPECTOR.

Printed:
Effective Date:
Prepared by:

5/15/2015 10 25:08 AM
Jan 1.2015

iD: jimanderson

Complete ModelNumber:
Ouote/DTPO/CO:
VersionNumber:

68129- IOA21-0120

Model337
060515474

30.22

Page 6 of 10



Description
DEF Tank Small

Battery Box & Bumper
Install Batteries On Temp Plywood Support BOC
Includes maximum length battery cables allowable per engine
manufacture requirements. Recommend three or more batteries for Class
8.

Aftertreatment RH U/C Alum Non-Slip Cab Entry
Step. DPF/SCR for diesel engines. catalyst for natural gas engines. On
Modeis 579 specifying chassis fairings, the box will be aerodynamic.

Steel Styled Aero Bumper Painted Different Color
Than cab or hood, 2 tow pins.

Cab & Equipment
Alum Cab 108in BBC Metton Hood w/Bright Crown
Includes view window RH door and convex mirror over RH door.

Severe Service Cab Package #1
Includes Aluminum side skins, aluminum rear skin, steel windshield mask,
steel firewall. and steel front floor sheet on all cabs, and additional
reinforcement structure on the back wall of the day cab.

Thermal Insulation Package in Cab
Includes thick, closed-cell foam in floor, special mylar-faced foam in walls
and roof structure. .

10 Inch Extension for Ultra Day Cab
Add additional 10" to tile loadspace dimension-- refer to the horizontal
dimension workscreen.

Peterbilt UltraRide Driver Seat
Peterbilt UltraRide Passenger Seat
Drivers Armrest - RH Only
Required in Model 587 with Evolution LX seats. Optional wittl Evolution
ST and Rolltek Seats.

Air Ride Driver
High Back Driver
Vinyl Driver
Air Ride Passenger
High Back Passenger
Vinyl Passenger
Adjustable Steering Column - Tilt/Telescope
Steering Wheel with Peterbilt Logo
Steering Wheel with embossed Peterbilt logo over horn button.

Weight
o

-97

o

o

o

39

2

163

o
o
2

o
o
o
o
o
o

11
o
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Description
Interior Grey/Black
Includes rugged charcoal instrument panels, glare-resistant gray dash,
black bezels on gauges, (2) power ports, monochromatic molded door
pads with durable in-mold color, gray molded back wall, 18 inch 4-spoke
soft-touch steering wheel, soft-touch steering column cover, power lift
passenger window, extruded rubber floor covering, header-mounted dome
light, foot well lighting, integrated "dead pedal", (4) inside entry grab
handles, (2) inside sunvisors, (2) coat hooks, (2) cup holders and map bin
in dash.

Dark Window Tint ipo STD Tint - Day Cab
Day Cab Rear Window
One Piece Curved Windshield
Combo Fresh Air Heater/Air Conditioner
Wittl radiator mounted condenser, dedicated side window defrosters, Bi
Level Heater/Defroster Controls. 54,500 BTU/HR, and silicone heater
hoses.

Outside Sunvisor - Stainless Steel
Available for Day Cab and Low Roof Sleeper

Stainless Steel Mirrors 7x16 with Heat Element
(2) Convex 8 Inch SS Mirror
Center mounted under mirror bracket. If rear view mirrors are heated ..the
convex mirrors wlil be heated, Option includes dual door stops,

Mirror Aux RH Fender/Hood
(2 legs on fender and 1 leg on hood)

Mirror Aux LH Fender/Hood
(2 legs on fender and 1 leg on hood)

Power Package
Includes power door locks and power Windows.

(1) Air Horn 24.5in Chrome - Round w/Horn Shield
Standard Speaker Package For Cab
(2) Speakers

ConcertClass Without CD, Includes BT Phone and
Audio, AM/FM, W8, USB and MP3,

Radio Antenna Mounted Logger Style
Antenna Mounted LH on BOC In Place of Center Roof position on
Conventional Models.
Models 579 and 567 Antenna Mounted LH Roof In Place Of Center Roof
position.

Plug-In Auto Reset Circuit Breaker
in place of fuses in junction box,

Peterbilt Electric Windshield Wipers
With Intermittent Feature,

Weight
o

o
o
o
o

4

2
4

4

4

o

8
4

10

o

o
o

Unpublished options may require review/approval.
Dimensional and performance data for unpublished options may vary from that displayed in PROSPECTOR,
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Description
CabMate Cab Air Suspension
Mfg by Link. The class 8 conventionals (except Model 348) includes (2)
airbags, (2) shock absorbers, (1) leveling valve, radius rod, and height
limiter. Tile Models 330. 337, and 348 includes (1) airbag and (1) shock
absorber.

Triangle Reflector Kit Shipped Loose
5 Ib 3A:40bc Fire Extinguisher Cab Mounted
Air Restriction Indicator
Mounted on air cleaner or intake piping.

Main Instrumentation Panel, Graphics Display
Includes speedometer with tripodometer, tachometer with hourmeter and
outside air temperature display, voltmeter, engine oil pressure, engine
coolant temperature, fuel level, primary and secondary air pressure
gauges. Includes standard warning light package: high water
temperature, low oil pressure, and low air pressure warning lights
w/audibie alarms, high beam, turn signal, low fuel, parking brake, and ice
warning indicators; seat belt reminder; rocker switches with long-life LED
indicators; multi-function turn stalk with flash-to-pass feature (night mode
flashes headliqhts and marker lights; day mode flashes headlights only),
intermittent windshield wiper and headlamp beam control. Hydraulic
braked trucks do not include air pressure gauges.

Headlights Composite Fender Mounted
Integral Park, Turn. and Side Marker

(5) Marker Lights, Aero LED
Light Emitting Diodes

(2) Peterbilt Fog Lights
Recessed in bumper

Daytime Running Lights
(Required on Canadian units)

(2) Addl Dome/Reading Lights, Ceiling Mounted

Paint
Bumper Painted Separate Color
Than Hood

(1) Color Axalta Two Stage· Cab/Hood
Base Coat/Clear Coat
N85020 A - L0006EB WHITE - Stand
N85040 B - L5927EB ARGENT GRAY E
N85400 HOOD TOP L0006EB WHITE - Stand
N85500 CAB ROOF L0006EB WHITE Stand
N85200 FRAME NOOOiEA BLACK
N85700 BUMPER L5927EB ARGENT GRAY E
N85300 FENDER L0006EB WHITE - Stand

AxaltaTwo Stage Effect· Metallic/Pearl
Cab/Hood & Sleeper Only

Shipping Destination

Weight
15

13

8
a

a

a

a

6

a

a

a

o

o
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Description
Shipping Destination
(Specify by narrative)
N89900 American Truck & Trailer Body Co, Inc,

Options Not Subject To Discount
Medium Duty Emissions Surcharge
POI At Excellence Peterbilt Location
Vehicle Layout
Option is not subject to discount Fleets will be split prior to build so that
the charge is applied to only olle unit. Quotes will not reflect this,

Miscellaneous
Presentation Created Using Featured Spec
For Model

Total Weight

Prices and Specifications Subject to Change Without Notice.

Weight
o

o
o
o

o

11245

Unpublishedoptions may require review/approval.
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CITY OF PALO ALTO
NJPA CONTRACT PACKAGE

HEA VY CREW TRUCK BODY FOR MAINTENANCE, CONSTRUCTION AND
SERVICE - GAS, WATER, WASTE WATER

.,1t'~
iun:itt; - ---

i~7'~%i1_1.~
.L";-.j; r- 1.:; • ~

PROVIDE AND INSTALL THE FOLLOWING LINE BODY AND ASSOCIATED EQUIPMENT IN
ACCORDANCE WITH THE FOLLOWING SPECIFICATIONS ON A CITY SUPPLIED CHASSIS
CAB. THE CHASSIS SHALL BE A TWO (2) AXLE, 26,000.00-35,000 GVWR CLASS VI or vn
CHASSIS WITH 128"CA, CLEAN. CHASSIS MUST BE EQUIPPED WITH AN ALLISON 2000 OR
HIGHER SERIES AUTOMATIC TRANSMISSION.

BODY TO BE AN AMERICAN TRUCK AND TRAH.,ER BODY COMPANY HCPA1 SERIES BODY
WITH THE BELOW LISTED ACCESSORIES .....(NO EXCF:PTIONS)

ALL ITEMS FURNISHED PER THIS SPECIFICATIONS SHALL COMPLY WITH ALL APPLICABLE
FEDERAL AND CALIFORNIA STATE LAWS, CODES AND REQUIREMENTS AS OF THE DATE
OF SALE.

MAIN BODY DETAILS:

A. RIGHT SlOE FRONT VERTICAL COMPARTMENT

I. APPROXIMATE INSIDE DIMENSIONS 40" W X 70" H X 24"0
2. COMPARTMENT TO HAVE A THRU-SECTION FOR LONG STORAGE
3. (1) ADJUSTABLE SHELF WITH ADJUSTABLE DIVIDERS
4. (1) GFCI OUTLET LOCATED ABOVE THRU SECTION
5. ROM ROLL-UP DOOR
6. TOP SECTION, ABOVE COMPARTMENT TO HOUSE COl\tlPRESSOR COOLER AND AIR

INTAKE

B. RIGHT SIDE SECOND VERTICAL COMPARTMENT

I. APPROXIMATE INSIDE DIMENSIONS 30" W X 70" II X 24"D
2. COMPARTMENT TO HAVE (3) ATTBC THOI TOOL. HOLDERS



3. (I) ADJUSTABLE SHELF WITH ADJUSTABLE DIVIDERS
4. ROM ROLL-UP DOOR
5. COMPARTMENT FLOOR TO BE REINFORCED TO HOLD THE WEIGHT OF THE

TOOL HOLDERS.

C. RIGHT SlI)E THIRD VERTICAL COMPARTMENT

1. APPROXIMATE INSIDE DIMENSIONS 24"W X 70"H X 24"D
2. TOP SECTION TO HAVE (1) ADJUSTABLE SHELF ABOVE DRAWER SET WITH

ADJUSTABLE DIVlDERS
3. COMPARTMENT TO HAVE A HEAVY DUTY DRAWER SET WITH (5) 5" DRAWERS
4. ROM ROLL-UP DOOR
5. COMPARTMENT TO HAVE (I) GFCI OUTLET ABOVE DRAWER SET

D. RIGHT HORIZONTAL COIVIPARTMENT OVER REAR AX~=L TO REAR PANEL

1. APPROXIMATE INSIDE DIMENSIONS 52" L X 41" II X 24" D
2. ROM ROLL-UP DOOR
3. HANNAY 100' 12V ELECTRIC REWIND 3/.;' AIR HOSE REEL.
4. REELCRAFT SPRING REWIND HOSE REEL TO HAVE 50' OF 3/8" AIR HOSE FOR

SMALL TOOLS
5. REELCRAFT SPRING REWIND HOSE REEL WITH DUAL (PfR) HOSE TO HAVE 50' OF

3/8" PRESSURE AND RETURN HYDRAULIC HOSE WITH QUICK DISCONNECT
COUPLERS.

E. RIGHTSlDE REAR VERTICAL COMPARTIVlENT

APPROXIMATE INSIDE DIMENSIONS 26" W X 70" II X 24" D
2. COMPARTMENT TO HAVE (4) ADJUSTABLE SHELVES WITH ADJUSTABLE

DIVIDERS
3. ROM ROLL-UP DOOR

F. LEFT SIDE FRONT VERTICAL COMPARTMENT (WITH WELDER PLATFORM)

1. APPROXIMATE INSIDE CLEAR DlI'vIENSIONS 40" W X 34" H X 24" D
2. BARN STYLE DOOR WITH 3 POINT PADDLE LATCH, TOP SECTION OF THE

COMPARTMENT ro BE ATHRU-SECTION.
3. SECTION ABOVE BARN DOOR COMPARTMENT TO HAVE A 40" W X 70" D

WELDER PLATFORM FOR LINCOLN 400 SERIES DIESEL WELDER.

G. LEFT SIDE SECOND VERTICAL COMPARTMENT

1. APPROXIMATE INSIDE CLEAR DIMENSIONS 30" W X 70" H X 24" D
2. ROM ROLL-UP DOOR
3. COMPARTMENT TO HAVE (3) THREE ADJUSTABLE SHELVES WITH ADJUSTABLE

DIVIDERS
4. COMPARTMENT TO HAVE (I) GFCI OUTLET AT MID POINT LEFT

H. LEFT HORIZONTAL COMPARTMENT

J • APPROXIMATE INSIDE CLEAR DIMENSIONS 52" L X 41" H X 24" D
2. ROM ROLL-UP DOOR
3. COMPARTMENT TO HA.VE THREE (2) ADJUSTABLE SHELVES WITH ADJUSTABLE

DIVIDERS.
4. ADJUSTABLE DIVIDERS IN BOTTOM OF COMPARTMENT
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J. LEFT SIDE REAR VERTICAL COl\lPARTMENT

I. APPROXIMATE INSIDE CLEAR DIMENSIONS 26" W X 70" H X 24" D
2. COMPARTMENT TO HAVE (3) ADJUSTABLE SHELVES WITH ADJUSTABLE DIVIDERS
3. ROM ROLL-UP DOOR

K. MISC.

l. ALL COl'vIPAR'T'lVIENfSTO HAVE LED INfERIOR "ROPE" LIGHTS. LIGHTS TO HAVE
AN ON/OFF SWITCH IN CAB.

2. ALL COMPARTMENTS TO BE WATERTIGHT WITH A DRAIN HOLE IN THE BOTTOM
WITH A REMOVABLE PLUG

BED AREA DET AILS:

A. SUPERSTRUCTURE

l. DIMENSIONS 31" H X 132" LX 95" W (CURBSIDE TO BE TAPERED TO
ACCOMMODATE REFERENCED HYDRAULIC PIPE RACK - SEE REFERENCE
DRAWINGS).
2. TWO (2) EQUAL SPACED MATERIAL SHELVES EACH SIDE, ABOVE SIDE OF BODY

132" LONG. SHELVES TO BE VERTICALLY SUPPORTED FROM ROOF TO SIDE RACKS
AND HAVE INTERIOR ACCESS. SHELVES BOTH SIDES TO HAVE INTERIOR UPWARD
RETURN TO KEEP ITEMS FROM FALLING INTO BED AREA

3. REAR TO HAVE A ROLL-UP GARAGE STYLE DOOR
4. ROOF TO HAVE (2) STREETSlDE AMBIENT UGHT WINDOWS.

B. MISC.

1. REAR TO HAVE 6" HIGH REMOVABLE WOOD T/\IL BOARD
2. E-TRACK TO BE INSTALLED ON EXPOSED BED INTERIOR WALLS.
3. LEFT REAR SECTION OF BED AREA TO HAVE PLASTIC PIPE REEL INSTALLED

AGAIST BED WALL PAYING-OUT TO THE REAR.
4. ROOF HAVE TWO (2) DOME UGHTS WITH SWITCHES TO BE WIRED TO MASTER

COMPARTMENT LIGHT SWITCH IN CAB
5. FURNISH AND INSTALL TRAFFIC CONTROL ARROW STICK AT REAR OF BODY
6. FURNISH AND INSTALL ATTBC ROTATlNG TAMPER l-IOLDER ON FRONT OF

CHASSIS
7. FURNISH AND INSTALL ATTBe TILT-DOWN FRONT MOUNTED CONE HOLDER
8. BED AREA TO BE BLACK NON-SKID PAINTED/COATED

REAR PLATFORM DETAILS:

"_,



PLATFORM DECK TO EXTEND 24" AFT OF COMPARTIVIENT SIDE RACKS AND BE 95" WIDE
A. PLATFORM TO BE 3/16" DIAMOND PLATE AND PAINTED WfTH BLACK NON-SKID

PAINT/CO ATI NG
B. LEFT SIDE OF PLATFORM
C. UNITS STOP, TAIL, DIRECTIONAL, BACK-UP AND MARKER LIGHTS FOR THE REAR

OF VEHICLE TO BE LED
D. LEFT REAR OF PLATFORM TO HAVE ACCESS STEPS WITH HAND RAIL.
E. FLUSH MOUNTED IN REAR PLATFORM ALL LIGHTS TO BE LED AND HAVE BACK

PROTECTION.
F. RIGHT REAR CORNER OF PLATFORM TO BE REINFORCED FOR VISE MOUNTING,

WITH FRONT SUPPORT
G. TWO (2) 120 VAC DUAL RECEPTACLE GFCI PROTECTED OUTLETS SHALL BE

INSTALLED, ONE (I) ON RiGHT SIDE RECESSED AND ONE (I) ON LEFT SIDE.
H. (1) 500 WATT TELE-LIGHT WITH TRI-POD TO BE INSTALLED AT SS REAR OF

PLATFORM

LINE CONSTRUCTION BODY GENERAL DETAILS:

A. MINIMUM 14-GAGE GALVANNEAL STEEL OR AS SPECIFIED, ELECTRICALLY
WELDED

B. ALL EDGES, INSIDE AND OUTSIDE, GROUND SMOOTH, AND ALL EXPOSED EDGES
HEMMED

C. ROM ROLL-UP DOORS '1"0 BE KEYED ALIKE.
D. ALL ATTACHING HARDWARE TO INCORPORATE ELASTIC SELF-LOCKING NUTS, OR

EITHER A LOCK WASHER OR STAR WASHER AT THE MINIMUM, PLAIN WASHERS
TO BE INCORPORATED UNDER THE HEAD OF HEX-HEAD BOLTS

E. COAT ENTIRE UNDERSIDE OF BODY (FLOOR. WHEEL WELLS, COMPARTMENTS)
WITH UNDERSEAL

F. PROVIDE OFFSET FOR SPRING HANGERS BASED ON CHASSIS-CAB SPECIFICATIONS
G. REAR WHEEL CUTOUTS MUST ALLOW SUFFICIENT ROOM FOR TIRES MINIMUM 6"
H. PROVIDE REAR WHEEL SPLASHGUARDS AS REQUIRED PER SAE .1682,OR AS

SPECIFIED OTHERWISE. SPLASHGUARDS TO BE INSTALLED IMMEDIATELY
BEHIND REAR AXLE

1. BODY TO BE ATTACHED TO CHASSIS USING fvllNIIVIUMSIX-POINT SYSTEM TO
COMPLY WITH FMVSS. BODY SHOULD BE SHEAR PLATE MOUNTING DESIGN AND
ALL ATTACHING HARDWARE SHALL BE SAE GRADE 8, AND ALL CHASSIS FRAME
HOLES Sl-lALL BE DRILLED AND REAMED TO FINAL DIMENSION

J. TWO CHOCK HOLDER IN EACH FENDER PANEL
K. BODY MATERIAL GAUGES AS FOLLOWS

I. FLOOR 3/16 DIAMOND PLATE
2. CROSS MEMBERS STRUCTURAL CHANNEL
3. LONGITUDlNALS STRUCTURAL CHANNEL
4. TOP PANEL 14 GA
5. REAR END PANEL 14 GA
6, FRONT END PANEL 14 GA
7. FRONT PANEL 14GA
8. COMPART'MENTFLOOR 14GA
9. DOOR PANELS 18/18 GA
10. FENDER PANEL 14 GA
I l. SHELVES IN BODY 16 GA
12. SUPERSTRUCTURE 14 GA

L. ALL COMPARTMENTS TO BE WATER RESISTANT
M. ADJUSTABLE TRAYS TO BE MANUFACTURED SO THEY CAN BE l'v[OVEDFROM ONE

LOCATION TO ANOTHER WITIIOUT SCRAPING PAINT OFF COMPARTMENT WALLS
N. ADJUSTABLE DIVIDER SHELVES SHALL INCORPORATE ADJUSTABLE SLOTS ON

TWO -INCH CENTERS
O. CAULK AND SEAL ALL NON-CONTINUOUSLY WELDED BODY SEAMS AND

ATTACHING POINTS FOR BODY ACCESSORIES
4



P. SUPPLY AND INSTALL PLYWOOD RACK ON BODY FRONT PANEL BETWEEN
CHASSIS CAB AND BODY

AC ELECTRICAL WIRING REQllIREMENTS:

A. REMOTE ELECTRICAL RECEPTACLES SHALL MEET' OR EXCEED THE FOLLOWING
SPECIFICATIONS,

I. COMMERCIAL GRADE
2. RECEPTACLE RATING: 120 VAC, 20 AMP, GFCI DUPLEX RECEPTACLE
J. RECEPTACLE TO BE INSTALLED IN A DEEP, COVERED, WEATHERPROOF IN

USE RECEPTACLE BOX APPROVED FOR "WET" ENVIRONMENTS
B. ALL 120 VAC ELECTRICAL WIRING SHALL BE OF THE APPROPRIATE GAUGE,

CONSIDERING POWER SUPPLY, LENGTH OF RUN, /\ND REMOTE RECEPTACLE
RATING

C. ELECTRICAL TO BE ROUTED IN "SEAL-TITE", OR EQUIVALENT CONDUIT.
FLEXIBLE METAL CONDUIT IS NOT ACCEPTA.BLE

VEHICLE LIGHTING REQUIREMENTS:

A. ALL VEHICLE LIGHTING TO BE LED, AND IN COMPLIANCE WITH FEDERAL LIGHTING
STANDARD FMVSS 108, AS WELL AS COMPLY WITH THE STATE OF CALIFORNIA
VEHICLE CODE

B. ALL VEHICLE LIGHTING TO BE FLUSH MOUNTED AND RUBBER SHOCK-MOUNTED
C. ALL SIDE AND REAR REFLECTORS ARE TO BE COMBINED (VIA A REFLECTORIZED

LENS) WITH SIDE MARKER LAMP(S), WHERE POSSIBLE AND WITHIN THE
SPECIFICATIONS OF FMVSS 108. IF A SOLE REFLECTOR IS REQUIRED, A DOT
APPROVED REFLECTORIZED ADHESIVE MATERIAL SHOULD BE USED IN LIEU OF A
RIVETED OR SHEET METAL SCREW ATTACHED ARMORED REFLECTOR

D. A METAL GUARD SHALL PROTECT THE BACKSIDE OF ANY LIGHTING THAT
PENETRATES INTO REAR BODY COMPARTMENTS

E. UNITS WILL HAVE (4) LIGHTS TO THE REAR OF THE VEHICLE (2) BRAKE AND
TAILLIGHTS IN THE FACE OF THE DECK. AND TWO BACK UP LIGHTS

F. ALL BODY COMPARTMENTS TO HAVE LED INTERIOR LIGHTS, EACH LIGHT TO HAVE
ON/OFF SWITCH WITH MASTER POWER SWITCH IN CAB

G. LICENSE PLATE LIGHT SHALL BE FURNISHED AND INSTALLED

THE FOLLOWING GUIDELINES SHALL BE ADHERED TO AS GENERAL
ELECTRICAL WIRING PRACTlCE:

A. ALL WIRING, INTERNAL. AND EXTERNAL, SHALL BE LOOMED, AND PROPERLY
SECURED AND ROUTED IN A PROFESSIONAL MANNER

S. ANY NECESSARY WIRE SPLICES AND/OR BUTT CONNECTIONS SHALL BE SOLl~RED
AND SHRINK-WRAPPED, OR FINISHED USING CRIMPED BUTT CONNECTORS AND
SHRINK-WRAPPED. SCOTCH LOCKS ARE NOT ACCEPTABLE

C. WIRING TO BE SECURELY FASTENED AND INDEPENDENTLY SUPPORTED USING
PROPERLY SIZED CUSHION CLAMPS, METAL CLIPS, OR OTHER INDUSTRY ACCEPTED
SUPPORTING HARDWARE. TIE-WRAPS SHALL ONLY BE USED IN BETWEEN PRIMARY
WIRING SUPPORTS AS NECESSARY TO AID IN THE SECUREMENT OF WIRE BUNDLES.
TlE-WRAPS SHALL NOT BE USED FOR THE PRIMARY SUPPORTING OR SECURING OF
WIRING. STICK-ON/ GLUE-ON WIRE RETAINERS ARE NOT ACCEPTABLE

D. WIRING SHALL NOT BE SUPPORTED BY, OR ATTACHED TO. ANY OTHER HOSE,
ELECTRICAL BUNDLES, ETC. THE WIRING/LOOM SUPPORTS SHALL PROVIDE AN
INDEPENDENT SUPPORT

E. PROVIDE GROMl'vlETS WHERE WIRE PASSES THROUGH COMPARTMENTS, FRAME
MEMBERS, AND BULKHEADS

F. PROVIDE POSITIVE PROTECTION OR METAL SHIELDlNG TO PRECLUDE THE
CHAFFING OF WIRING AGAJNST FRAME MEMBERS, CHASSIS COMPONENTS, ENGINE
EXHAUST COMPONENTS, BODY COMPONENTS, OR ADJACENT HOSES/LINES, ETC.

TOWING ITEMS:
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A. INSTALL ATTBC BUCK-PLATEAND PREMIER 2200 PINTLE HITCH
B. INSTALL "GLAD HANDS"
C. INSTALL (1) 6 WAY ROUND TRAILER PLUG & (1) 7 WAY RV STYLE PLUG

WORK & SAFETY LIGHTS:

A. INSTALL TWO WHELEN T'ANF85 45" TRAFFIC ADVISORS (I) FRONT OF BODY. ONE
REAR OF BODY.

B. INSTALL (5) WHELEN 600 SERIES FLUSH MOUNTED SCENE LIGHTS (2) ON THE
CURBSIDE TOP CORNERS OF THE SUPERSTRUCTURE. (2) ON THE STREETS IDE TOP
CORNERS OF THE SUPERSTRUCTURE AND ON THE STREETSIDE REAR OF THE
SUPERSTRUCTURE.

C. INSTALL (4) WHELEN 600 SERIES STROBES (2) ON THE CURBSIDE TOP CORNERS OF
THE SUPERSTRUCTURE AND (2) ON THE STREETSroE TOP CORNERS OF THE
SUPERSTRUCTURE. LIGHT TO BE CLOSE MOUNTED NEAR THE SCENE LIGHTS.

D. INSTALL (2) GRILL [VIOUNTEDWHELEN L1NZ6 SERIES STROBES AT FRONT OF
CHASSIS.

E. INSTALL (I) WHELEN 600 SERIES LED STROBE TO BE INSTALLED AT THE REAR OF
THE BODY ON STREETSIDE REAR PANEL.

PAINT AND FINISH:

A. ALL SURFACES TO BE ACro FICHED, CLEANED OF RUST, GREASE, OIL. DIRT.
MILLSCALE, ETC., PRIOR ro THE PRll'vIECOAT OF PAINT

B. ALL EXTERIOR AND INTERIOR SURFACES COATED WITH MINIMUM TWO COATS OF
METAL PRIMER

C. BODY EXTERIOR PAINTED WITH MINIMUM TWO COATS PAINT TO MATCH CAB
D. BODY COMPARTMENT INTERIORS PAINTED WHITE
E. ALL INSTALLED SWITCHES AND/OR EQUIPMENT CONTROL(S), MUST BE PROPERLY

LABELED AS TO FUNCTION AND CONDITION (I.E .. ON, OFF. ETC.). ALL REQUIRED
lDENTIFICA nON LABELS OR PLACARDS. INTERIOR OR EXTERIOR, TO BE
PERMANENT NON-FADrNG (I.E., ENGRAVED OR DIE-STAMPED) AND AFFIXED USlNG
RIVETS. ADHESIVE LABELS, METAL OR PLASTIC, ARE NOT ACCEPTABLE

F. ANY AND ALL BODY ATTACHMENTS SHALL BE INSTALLED USING A RUBBER
GASKET MATERIAL AND ATTACHMENT CAULKED TO PREVENT WATER LEAKAGE.

G. INSTALL CITY OF PALO A.LTOPROVIDED DECALS

ADDITIONAL ITEMS FURNISHED WITH EACH UNIT:

TRUCK MOUNTED POWER TAKE OFF DRIVEN AIR
COMPRESSOR/GENERATOR/HYDRA ULIC SYSTEM

MAKE/MODEL

A. CURRENT MODEL SINGLE STAGE ROTARY SCREW VANAIR MODEL V3 175 UDEC
UNDERBODY AIR COMPRESSORI7.2 KW GENERATORIIO GPM @ 2000PSI HYDRAULIC
SYSTEM SHALL BE SUPPLIED AND INST'ALLED. SYSTEM SHALL DELIVER THE
SPECIFIED VOLUME OF AIR, AC POWER AND HYDRAULIC FLOW TO THE END OF
SPECIFICED OUTLETS. THE SYSTEM MUST RUN OFF (I) PTO OPENING AND MUST NOT
UTILIZE ANY BELTS OR PULLEYS TN THE INTEGRATION OF THE AIR. AC
GENERATING, AND HYDRAULIC SYSTEM. (NO EXCEPTIONS)

DRIVE
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A. THE SIDE-MOUNT HOT SHIFT CEHLSEA PT'O SHALL BE DESCRIBED IN THE
MANUFACTURER'S CATALOG AS SUITABLE FOR HEAVY-DUTY CONTINUOUS
OPERATION WITH A rORQUE RATING OF 125-FT/LBS: CAST IRON CASE ONLY
HYDRAULIC CLUTCH PACK OPERATED, CONTINUOUS GEAR ENGAGEMENT SHIFTING
TYPES UNACCEPTABLE

B. MAXIMUM ENGINE SPEED AT 100 PSI TO BE WITHIN 1300-RPM PTO TO BE
COMMENSURATE WlTH COMPRESSOR, SPEED AT ABOVE ENGINE SPEED

C. 1300 SERIES DRIVELlNE, FORGED STEEL FLANGES AND UNIVERSAL JOINTS SHALL BE
OF STANDARD MANUFACTURE WITH SUFFICIENT TORQUE CAPACITY

D. TOLERANCE BETWEEN FACE OF FLANGE ON COIVIPRESSOR SHALL NOT EXCEED ONE
(1) DEGREE

E. DRIVE SHAFT ANGLE SHALL NOT EXCEED SEVEN (7) DEGREES WORKING ANGLE
F. DRlVELINE SET SCREWS TO BE SAFET'{ WIRED

ENGINE SPEED CONTROL

A. VANAIR V-TEC SPEED CONTROL AND DIAGNOSTIC SYSTEM

B. ENGINE AND TRANSTvllSSION TO BE REPROGRAMMED B)' DEALER TO MATCH
COMPRESSOR REQUIREMENT'S TO PREVENT OPERATOR INPUT.

COMPRESSOR OIL

A. VANAIR AIR HEAD LUBRICANT.

COMPRESSOR OIL COOLER VANAIR #6001-001

A. FACTORY SUPPLIED ELECTRICALLY DRIVEN FAN SYSTEM FOR COMPRESSOR OIL
COOLING SYSTEM. FAN TO BE CYCLED B'{ FACTORY THERMAL TEMPERATURE
SWITCH

B. UNIT TO BE MOUNTED AT REAR OF TRUCK
C. ELECTRIC FAN: EXHAUST AIR IS NOT TO BE DEFLECTED TO REAR OF CHASSIS
D, NO PORTION OF INSTALLATION TO REAR OF CAB SHALL EXTEND J'vl0RE THAN 2"

ABOVE VEHICLE FRAME
E. NO PORTION OF COOLER SHALL EXTEND BELOW DIFFERENTIAL
F. NO ABS FORMED PLASTIC

AIR RECEIVER & OlL SEPARATOR VANAIR #60004-001B

A. VISUAL TYPE SIGHT GLASSES OR GAUGE INCORPORATED IN RECEIVER AND VISIBLE
FROM CURBSIDE

B. TANK TO BE POSITIONED FOR ACCESS TO OIL SEPARATOR WITHOUT REMOVING
TANK FROM TRUCK

C. DESIGNED SO THAT UNIT CAN BE MOUNTED BETWEEN RIGHT FRAME MEMBER AND
RUNNING BOARD UNDER CAB WITH ACCESS TO OIL LEVEL GAUGE AND OIL FILL
LUG ON CURB SIDE

D. OIL FILL TO BE EXTENDED IF NECESSAR'{ TO ALLOW OIL TO BE ADDED
CONVENIENTL Y

E. DRAIN VALVE REQUIRED ON TANK
F. AIR RECEIVING TO BE ASME AND NArlON BOARD
G. CONNECTED TO AIR RECEIVER AND LOCATED SO THAT VALVE CAN B.E CHECKED

MANUALLY FROM CURB SIDE OF TRUCK
H. REMOTE PULL CABLE TO SAFETY VALVE FOR TESTING OPERATION IS ACCEPTABLE
1. TO AUTOMATICALLY BLOW DON AIR SYSrEM WHEN AIR COMPRESSOR IS

DISENGAGED OR STOPPED
J. BLOW DOWN AIR IS TO BE DlRECTED DOWNWARD WITH NECESSARY PIPING
K. 'IANK TO HAVE BOLT ON LID WITH INTERNAL COALESCING ELEMENT
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AIR FILTER

A. COMPLETE WITH FACTORY ST.ANDARD DRY-TYPE AIR FILTER INCLUDING FITTINGS
WITH CLAMPS FOR RELOCATING A[R FILTER ABOVE FLOOR OF BODY

B. AIR FILTER PLATE THAT IS ATTACHED TO TilE A[R INTAKE TUBE OF COMPRESSOR
MUST BE COMPLETELY SEALED OFF TO PREVENT DIRTY AIR B'{PASSING THE FILTER

MINIMUM PRESSURE ORIFICE

A. INCORPORATE AT DISCHARGE OF RECE[VER SYSTEM

COMPRESSOR MOUNTING

A. TO BE MOUNTED BACK OF CAB BETWEEN FRAlvlE iVfEMBERS
B. NO PART OF COMPRESSOR ACCESSORIES TO EXTEND MORE THAN 2" ABOVE TRUCK

FRAME OR 11" BELOW LOWEST POINT ON FRAI'vIECHANNELS

HYDRAULIC COOLER LINES

A. AEROQUIP FC-300 OR EQUAL
B. MUST EXCEED SAE 100RS STANDARDS

FLEXIBLE LINES

A. AEROQUIP FC-300 REUSABLE ENDS
B. SPEED CONTROLS LINES TO BE AEROQUIP #2807 (TEFLON) WITH REUSABLE END (NO

SUBSTlTlJTE)
C. A[R LINE TO SERVICE VALVES TO BE NOT LESS THAN I" ID WITH FLEXIBLE

CONNECTION AT FORWARD END MADE OF AEROQUIP #FC300-20 HOSE (NO
SUBSTITUTE) AND THE FOLLOWING FITTINGS PER INSTALLATION 2-EACH 411-20S
HOSE ENDS, 1 EACH 2024-20-203 COMP

D. ALL HOSES ARE TO BE SECURED wrru RUBBER COATED STEEL CLAI'vIPS (PLASTIC
TIES ARE NOT ACCEPTABLE

COMPRESSOR PROTECTION

A. COMPRESSOR MUST BE PROTECTED BY H[GH TEMPERAT'URE CUT-OFF SWITCH
TESTED FOR PROPER OPERATION BEFORE DELIVERY OF COMPRESSOR

B. THERMAL SWITCH MUST BE MURPHY SWITCH GAUGE 1/20-TO-300, 15 FEET
C. MUST INCLUDE A TEMPERATURE INDICATOR, NO LIGHTS
D. THERMAL·SWTTCH MUST INCLUDE A RESET BUTTON
E. THERMAL SWITCH SHUTDOWN TO BE WIRED TO PTO ELECTRONIC ENGAGEMENT

SYSTEM. NOTTHE VEHICLE IGNITION SYSTEM
F. TEMPERATURE GAUGE DIAL FOR SWITCH TO BE MOUNTED IN DASH

ELECTRICAL WIRING

A. ALL ELECTRICAL WIRING USED IN CONNECTION WITH COMPRESSOR MUST BE
ADEQUATELY SECURED FOR PROTECTION OF WIRE (SCOTCH LOCK TYPE ELECTRICAL
CONNECTORS ARE NOT ACCEPTABLE

MISCELLANEOUS

A. TO BE COMPLETE WITH ONE PART MANUAL AND ONE MAINTENANCE 1'v1ANUALPER
UNIT

B. OVERHAUL AND PARTS MANUAL FOR AIR END ASSEMBLE
C. IF PARTS MANU/\LS DO NOT SHOW ALL PARTS USED, A SEPARATE LIST SHALL BE

PROVIDED
D. PARTS AND SERVICE MANUALS TO BE LEFT IN VEHICLES.
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E. INSTALLATION OF COIV1PRESSOR AND NEe'ESSARY COMPONENTS MUST REFLECT
GOOD WORKivlANSHIP

F. IF THE COMPRESSOR IS INSTALLED BY OTHER THAN THE COMPRESSOR
IVIANUFACTURER, THE WORK l'vlLJST BE PERFORMED BY FACTORY AUTHORIZED AND
TRAINED INSTILLAT'ION CENTER

G. VENDOR TO OPERATE UNIT FOR AT LEAST FOUR (4) HOURS
H. AIR HOSE REEL TO BE HANNA v GH 1474 REVD WITH 12 VDC REWIND, 4-WAY ROLLER

GUIDE, 100" X 3.;;" AIR HOSE BALL STOP AND THOR COUPLER INSTALLED IN CURBSlDE
HO~ZONTALCOMPARTMENT.

WARRANTY

A. AS STIPULATED COMPRESSOR, PTO AND INSTALLATION TO BE WARRANTED AGAINST
DEFLECTS IN IVIATI-:RIAL AND WORKMANSHIP FROM DATE VEHICLES PLACED IN
SERVICE: AIR END 36 !V10NTHS ALL OTHER COMPONENTS 12 lVIONTHS

B. WARRANTY TO COVER ALL PARTS AND LABOR
C. INSTALLATION MUST BE PERFOIUvlED AT AUTHORIZED VANAIR SALES AND SERVICE

CENTER TO MAINTAIN WARRANTY.

GENERATOR (V3 SYSTEM GENERATED)

A. 7.2 KW GENERAl'OR CLOSE-COUPLED WITH THE AIR END ON THE VANAIR GENAIR
SYSTEM WILL PROVIDE POWER TO THE OUTLETS AND AC POWER DELIVERY SYSTEM
REFERENCED BELOW.

B. GENERATOR ELECTRICAL CONNECTIONS TO BE' A WEATHERPROOF QUICK
DISCONNECT PIN ST',(LE

C. REMOTE COVERED GFCI OUTLET '1'0 BE HARD-WIRED WITH ELECTRICAL CONDUIT
(MIN, 10AWG SIZE, OR AS DICTATED BY GENERATOR OUTPUT) TO REAR BODY SIDE
PACK PANEL AND LEFT SIDE FIRST FRONT VERTICAL COf'vlPARTMENT MALE TllREE
PRONG PIGTAIL AT GENERATOR END OF TRUCK WIRING, FOR PLUGGING INTO
GENERATOR GFCI OlrILEr. GFCl OUTLET TO BE PERMANENTL'y' LABELED WITH
RECEPTACLE RATING

HYDRAULIC SYSTEM (V3 SYSTEM GENERATED)
10 GPM, 2000 PSI PTO DRIVEN HYDRAULIC TOOL SYSTEM

HOSE SIZES

A. SUCTION HOSES, WIRE BRAID 11/4" J[)
13. PRESSURE HOSES, WIRE BRAID I·S" ID
C. RETURN HOSES. WIRE BRAtD /,"
ALL HOSES TO BE TWO (2) WIRE BRAID WITH A:1 TO I BURST SAFE'TY FACTOR

COMPONENTS

I. 20 GALLON HYDRAULIC OIL RESERVOIR WITH FILLER BREATHER CAP, SIGHT LEVEL
GAUGE INTERNAL BAFFLE AND RETURN DEFLECTOR

2. 1-1/4" SHUT OFF VALVE
3. 100-MESH WIRE SUCTION LINE STRAINER
5. HEDLAND 0-15 GALLON FLOW IVIETER
6. 0-3000 PSI GLYCERIN FILLED PRESSURE GAUGE, STEM MOUNl'ED
7. FOUR (4) WAY SELECfOR VALVE WITH BUILT IN PRESSURE RELIEF. RELIEF 'TO BE

ADJUSTABLE TO 2500 PSI AND SET AT 2200 PSI, VALVE TO BE OPEN CENTER SO
PRESSURE CANNOT BE TRAPPED IN 'rOOL CIRCUIT AND H/\VI: DETENT IN CONTROL
HANDLE ONE (I) PRESSURE PORT '1'0 BE PLUiVIBED TO QUICK COUPLER, AT FRONT OF
UNIT AND ONE ( 1) PRESSURE PORT 1'0 BE PLLJ!VIBED TO QUICK COUPLER AT REAR OF
UNI'r

9



S. FLUSH FACE HTMA INTERCHANGE HYDRAULIC COUPLERS, TWO (2) SETS, CONNECTED
TO SWIVELS SO COUPLER WILL ROTATE

9. HYDRAUUC OIL COOLER TO KEEP OIL BETWEEN 90 DEGREES FAHRENHEIT AND 130
DEGREES FAHRENHEIT

10. 10 MICRON RETURN LINE OIL FILTER. FILTER TO HAVE BUILT-IN BYPASS CONDITION
GAUGE AND BE SPIN-ON REPLACEABLE TYPE

I J. 31," SHUT·OFF VALVE
12. ADJUSTABLE FLOW CONTROL VALVE WITll RELIEF

ALL PRESSURE FITTINGS TO BE STEEL AND HAVE 5-1 SAFETY FACTOR. ALL SUCTION
OR RETURN FITTINGS TO BE EITHER STEEL OR BLACK IRON WITH A 5 TO 1 SAFETY
FACTOR. NO GALVANIZED FITTINGS ARE TO BE lJSED ANYWHERE IN THE SYSTEM,
SYSTEM TO BE PLUMBED AND INSTALLED SO BACK PRESSURE IS KEPT TO A
MINIMUM. BACK PRESSllRE SHALL NOT EXCEED 250 PSI

NO DEVIATIONS FROM THE SYSTEM WILL BE ALLOWED, SYSTEM TO BE FILLED WITH
EP-32 HYDRAULl.C OIL AND TESTED. CONTROLS TO BE PLUMBED TO RIGHT REAR OF
BODY. CONTROLS TO INCLlJDE FO(JR (4) WAl' SELECTOR VALVE, ADJUSTABLE FLOW
CONTROL VALVE, FLOW METEI{ PRESSURE GAllGE AND HTMA COlJJ>LERS.

HYDRA.uue PIPE RACK

ATTBCHPR2 12V HYDRAULIC PIPE RACK WITH 10001,B LIFT CAPACITY

SEE VIDEO AT THE FOLLOWING URL FOR OPERATION PROFILE:

http://youtu.be/_Le9ysOyOTS

WELDER
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PROVIDE AND INSTALL NEW [\10DEL LINCOLN VANTAGE 400 DIESEL WELDER

RATED OlJrpUT:
400A/36V/100~o
450A/32V /1OO'h,

OUTPu'r RANGE:
14-36V CV
20-250A DC TIG
30-500A DC
40-300/\ PIPE
90-450A GOUGE

GENERATOR OUTPUT:
3-PH: 19 KW PEAK, 17 KW CONT., I-PH: 12 KW PEAK, II KW CONT.

TYPE OF ENGINE:
PERKINS 404D-22 EPA fIER 41

HP AND SPEED:
32.7@1800

CYLINDERS:
4

DIMENSIONS (H X W X D):
46.6 IN X 25.3 IN X 60 IN (1184 [\'IM X 6421V1M X 1524 MM)

NET WEIGHT:
1230.000 (557.928 KG)

12V AWNING

PROVIDE AND INSTALL 12V EXTEND/RETRACT SHADE AWNING ON nu: Sl'REETSIDE
OF THE 132" REAR SECTION OF THE BOD')' rHE AWNING WILL BE SIZED TO WORK
WITHOUT INTERFERING WITH THE FUNcrlON OF THE HOI}'!,.

BACK-UP CAMERA

PROVIDE AND INSTALL BACK-UP CAMERA WIll] DASH MOUNTED 5" COLOR DISPLAY

INSTALLATION

NOTE: THE TERM "INSTALLER" BELOW REFERS TO THE COMPANY/ENTITY INSTALLING THE
COMPONENTS ON THE CHASSIS IF PRIME BIDDER IS NOT THE INSTALLER, THE PRIME
BIDDER IS RESPONSIBLE FOR MAKING SURE THE INSTALLER COMPLIES WITH ALL TERMS
BELOW. (NO EXCEPTIONS)

INSTALLER MUST PROVIDE (4) REFERENCES (NAME, ORGANIZATION AND PHONE NUMBER),
WHO HAVE TAKEN DELIVERY OF AN UNDERDECK COMPRESSOR/GENERATOR UNIT
INSTALLED BY THE BIDDER IN THE PAST (5) YEARS (NO EXCEPTIONS)

INSTALLER MUST BE A FACTORY AUTHORIZED SALES AND SERVICE CENTER FOR; VANAIR,
AND LlFTMOORE. (NO EXCEPTIONS)

INSTALLER, REGARDLESS OF THE LOCATION OF THE PRIME BIDDER, MUST BE LOCATED
WITHIN 75 MILES OF THE CITY SAN JOSE. ALL ASPECTS OF THE INSTALLTION MUST TAKE
PLACE AT SAID LOCATION.
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INSTALLER MUST EITHER HAVE A PROFESSIONAL ENGINEER CERTIFIED BY THE
CALIFORNIA BOARD OF PROFESSIONALENGINEERS ON STAFF THAT HAS REVIEWED AND
APPROVED THE PROPOSED STRUCTURAL DESIGN AND LAYOUT OF ALL COMPONENTS, OR
MUST HAVE A THIRD-PARTY CERTIFIED PROFESSIONAL ENGINEER REVIEW AND APPROVE
THE PROPOSED STRUCTURAL DESIGN AN LAYOUT.

SAID ENGINEER'S CONTACT INFORMATION MUST BE PROVIDED WITH BID RESPONSE THIS
CONSIDERED TO BE A MATTER OF PUBLIC SAFETY, NO EXEPTIONS TO THIS PROVISION
WILL BE PERMITTED.

PRIME BIDDER MUST LIST NAME OF PROPOSED INSTALLER FOR REVIEW AND
VERIFICATION AT TIME OF BID RESPONSE

ENGINEERING DRAWINGS ARE TO BE SUBMITTED WITH BID RESPONSE. FAILURE TO
SUBMIT COMPLETE ENGINEERING DRAWINGS UPON SUBMITTAL OF BID RESPONSE WILL
DISQUALIFY RESPONDENT.

END OF TECHNICAL SPECIFICATIONS

REFERENCE DRA WINGS:
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490 Auto Center Drive, Watsonville, CA 95076
(855) 289·6572· (855) BUY·NJPA· (831) 480·8497 Fax

FI eet@NationaIAutoFleetGroup.com

611/2015

Mr. Bryan Haggans

City of Palo Alto
3201 East Bayshore Road
Palo Alto, CA 94303

Dear Bryan Haggans,

National Auto Fleet Group is pleased to quote the following vehicleis) for your consideration.
One (1) New/Unused (2016 Peterbilt 337 Extended Cab Chassis with AT&TB
Maintenance, Construction Service Body with Plastic Real Assembly Included) delivered to
your department yard by Mr. Marsh with A.'I'&TR each for

(l) One Unit
Sub Total s 212270.00

18,573.63Tax (S.75%) s

Total $ 230.843

-per the attached specifications.

This vehicle(s) is available under the National Joint Powers Alliance Bid Number 102811.
Please reference this Bid Number on all Purchase Orders.

Thank you in advance for your consideration. Should you have any questions, please do not
hesitate to call.

Sincerely,

~~
Jesse Cooper
National Fleet Manager
Office (855) 289-6572
Fax (831) 4S0-8497

'&/2$&dnlll ®TOYOTA



Kansas City Peterbilt K150
8915 Woodend Road

City of Palo Alto

Kansas City, Kansas United States 66111
Phone: (913) 441-2888
Fax:
Email:

Printed:
Effective Date:
Prepared by:

,
Phone:
Fax:
Contact Email:
Prepared for:

Horizontal Dimensions

Model. Mod8! .33}
QuoteiOTPO/CQ Numher Q?1.11~_:·281;

r-- 106,0'-"-"'--I';I~":_'" '--- 2220 ,.. ,-,.,- .. - .. "'='ll
• .-- , 212,7 , """"

I r.~~rli ['I.IC---~Fr·" III
'~ ; I Ii'

i~.<;~~=~~.'\j-lUI; i •. ~:I I

2.04.1. u,....,~'JT' •
! 362 I
i,38.2 ""'b'J8""" , ..... ,., ... , 1402""""'''''''·.J., "81~J' .,ii "', .. , 2100 .... , '''' ~
I~-·---··--··-·-·-··--·-··-··---····-·-···.. ,.__." 3'2~111- ..- ..- ..---- -.~ - _ _ .._ _ .
f.;_. __•• . .• :330.0 -...

Unpublished options may require review/approval.
Dimensional and performance data for unpublished options may vary from that displayed in PROSPECTOR.

5!15/2015 9:20:47 AM
Jan 1,2015

10: jimanderson

Complete Model 337
021415286

30,22

Model Number:
Ouote/OTPO!CO:
Version Number:
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Kansas City Peterbilt K150
8915 Woodend Road

City of Palo Alto

Kansas City, Kansas United States 66111
Phone: (913) 441-2888
Fax:
Email:

Phone:
Fax:
Contact Email:
Prepared for:

Fuel Tanks

Unpublished options may require review/approval.
Dimensional and performance data for unpublished options may vary from that displayed in PROSPECTOR.
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5/15/2015 1i :04:53 AM
Jan 1, 2015
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version Number:
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060515474
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Kansas City Peterbilt K150
8915 Woodend Road

Kansas City, Kansas United States 661i1
Phone: (913)441-2888
Fax:
Email:

City of Palo Alto

,
Phone:
Fax:
Contact Email:
Prepared for:

Vehicle Summary
Unit

Model:
Type:
Description:

Model 337
Full Truck

Crew Truck
Application

Intended Serv.:
Commodity:

City Delivery
Other Commodity

Body
Type:
Length (ft):
Height (tt):
Max Laden Weight (Ibs):

Platform w/Devices
14

13.5
1000

Trailer
No. of Trailer Axles:

Type:
Length (ft):
Height (ttl:
Kingpin Inset (in):
Corner Radius (in):

Restrictions
Length (tt):
Width (in):
Height (ft):

Approved by:

Chassis

o

Fr Axle Load (Ibs):
Rr Axie Load (Ibs)
G.C.w,
Road Conditions:
Class A (Highway)
Class B (Hwy/Mtn)
Class C (Off-Hwy)
Class D (Off-Road)

Maximum Grade:
Wheelbase (in):
Overhang (in):
Fr Axle to BOC (in):
Cab to Axle (in):
Cab to EOF (in):
Overall Comb, Length
lin\'\ r :

100
o
o
o
6

210
81,79999

69,8
140,2
222,0

3i3

12000
20000
60000

o
0,0
o
o

Special Req.
United States Registry

40
102
13.5

Date:

Note: All sales are F.O.B. designated plant of manufacture.
Ask your dealer for a quote today, or visit our website @ www.paccarfinancial.com.

PACCAR Financial offers innovative finance, lease and insurance programs
customized to meet your needs.

FINANCIAL

Unpublished options may require review/approval.
Dimensional and performance data for unpublished options may vary from that displayed in PROSPECTOR.
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Effective Date:
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5/15/2015 10:25:08 AM
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Kansas City Peterbilt K1S0
8915 Woodend Road

City of Palo Alto

Kansas City, Kansas United States 66111
Phone: (913) 441-2888
Fax:
Email:

,
Phone:
Fax:
Contact Email:
Prepared for:

Description
Base Model

Model 337
Other Commodity
City Delivery
Truck or tractor which hauls freight, typically operating within a tno-mue
radius, on public streets and highways and other paved surfaces. Typically
Includes package and freight delivery.

Platform w/Devices
United States Registry

Configuration
Not Applicable
Secondary Manufacturer

Frame & Equipment
10-S/8in Steel Rails 326-384 in
10,625 x 3.45 x .313 Dimension, 1,776,000 RBM; Yield Strength 120,000
psi. Section Modulus 14.8 cubic inches. Weight 1.44 los/inch pair

Custom Wheelbase or Overhang
Engineering approval may be required.

EOF Square without Xmbr
For use with body builder installed crossmember.

Omit Rear Mudflaps and Hangers

Front Axle & Equipment
Dana Spicer E12021 12,000 Ib
35" drop. Factory front axle alignment to improve handling & reduce tire
wear. Zerk fittings on lie rod ends, king pins, & draglink ball joints for ease
of maintenance & help extend service life of components. Cognis
EMGARD® FE75W-90 synthetic axle iube provides over 1% fuel economy
improvement. Reduces wear & extends maintenance intervals, resulting
in increased uptime. Provides improved fluid flow to protect components
in extreme cold conditions & withstand the stress from !ligh temperatures,
extending component life

Taper Leaf Springs, Shocks 12,000 Ib
Power Steering Sheppard HD94
For use with 10,000 to 13,200 lb. axle ratings.

Weight

10,215

o
o

o
o

o

400

o
o
o

o

o
o

Unpublished options may require review/approval.
Dimensional and performance data for unpublished options may vary from that displayed in PROSPECTOR.
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Description
Power Steering Reservoir Frame Mounted

PHP10 Aluminum LMS Hubs
11-1/4" bolt circle. Includes a supplier extended coverage up to 3 years 1
350,000 miles for bearings & seals.

Dana Spicer Wide Track IPO Std, Front Axle
71in KPIIPO 69in for E1202, E1322, E1462, D2000F front axles For
improved tuming radius.

Bendix Air Cam Front Drum Brakes 16.5x5
For use with 10,000 lbs to 14,600 Ibs steer axles. Includes automatic
slack adjusters & outboard mounted brake drums.

Dust Shields, CAM And Air Disc Brakes, Front Axle

Rear Axle & Equipment
Dana Spicer P20060S 20,000 Ib
PHP10 Iron LMS Hubs
11-1/4" bolt circle. Includes a supplier extended coverage up to 3 years /
350,000 miles for bearings & seals.

Parking Brakes (Axle Package)

Dust Shields For Cam Brakes, Drive Axle(s)

Diff Lock Rear-Rear Or Single Drive Axle
(Air Rocker Switch occupies the space of one gauge)

Rear Brake Camshaft Reinforcement

Gusseted Cam Brackets, Drive Axle(s)

SBM Valve
Full trucks require a spring brake modulation (SBM) system for emergency
braking application. This system requires an SBM valve and a relay valve
with spring brakes on the rear axles. The SBM valve allows the foot valve
to operate the rear axle spring brakes If a failure exists in the rear air
system.

Upsize Parking Brakes

Stability System Not Selected or Not Available

Single Drive Axle (Model 337)

Anti-Lock Braking System (ABS) 4S4M
ABS-6. Includes air braking system.

Bendix Air Cam Rear Drum Brakes 16.5x7
Inc automatic slack adjusters & outboard mounted brake drums.

Ratio 6.17 Rear Axle
Peterbilt Low Air Leaf 21,000 Ib, Light Weight

Engine & Equipment

Weight
o
o

5

o

4

o
o

o
15
24

9

2
o

o
o
o
o
o
o

73

Unpublishedoptions may require review/approval.
Dimensionaland performancedata for unpublished options mayvary from that displayed in PROSPECTOR.
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Description
PACCAR PX-9 300@2000 GOV@2200 860@1300
(2013 Emissions) Includes alum flywheel housing, cruise control, and
J1939 provisions (provides an interface point for the Electronic Service
Analysis-ESA and other PACCAR approved diagnostic tools). Chevron
Delo LE SAE 10W30 engine oil is specially formulated for new low
emissions engines. Maqnetic engine oil drain plug captures and holds any
metal fragments In engine oil to extend service life.
N21320 N205 i20 ..Standard Maximum Speed Limit [LSLj
N21330 N207 O....Expiration Distance
N21340 P005 120 .Hard Maximum Speed Limit
N2i350 POOi 64 Maximum Accelerator Pedal Vehicle Speed
N2i360 Pii0 O Accelerator Lower Droop
N21370 P059 64 Maximum Cruise Speed
N21380 P111 O Cruise Control Lower Droop
N21400 N203 252 ..Reserve Speed Function Reset Distance
N21410 N202 O Maximum Cycle Distance
N21420 N206 1O Maximum Active Distance
N21430 N20i 0 Reserve Speed Limit Offset
N21440 POi5 No..Engine Protection Shutdown
N21450 P026 NO...Gear Down Protection
N21460 P046 i400.Max PTO Speed
N2i470 P062 No Cruise Control Auto Resume
N21480 P068 NO Auto Engine Brake in Cruise
N21500 N209 O Expiration Distance
N21510 P520 Yes ..Enable Idle Shutdown Park Brake Set
N21520 P030 5....Timer Setting
N21530 P233 Yes ..Enable Impending Shutdown Warning
N21540 P234 60 Timer For Impending Shutdown Warning
N21550 P516 35 Engine Load Threshold
N21570 P031 No ldle Shutdown Manual Overrule
N2i590 P230 Yes ..Enable Hot Ambient Automatic Overrule
N2i6i0 P172 40 Low Ambient Temperature Threshold
N21620 P173 60 lntermediate Ambient Temperature Threshold
N21630 P171 80 High Ambient Temperature Threshold

Engine Idle Shutdown Timer Enabled
Enable EIST Ambient Temp Overrule
Eft EIST NA Expiration Miles
Effective VSL Setting NA
CARB Engine Idling Compliance
PACCAR PX-7, PX-9 and MX, Cummins ISL, ISM and ISX diesel engines
will include the required factory installed serialized sticker on the drivers
door to identify them as meeting the NOx idling standard.

PACCAR 160 Amp Alternator, Brushed
PACCAR 12V Starter
2 PACCAR Premium 12V Starting Batteries 2000 CCA
Threaded stud type terminal. Stranded copper battery cables are double
aught (00) or larger to reduce resistance.

Battery Jumper Terminal Mounted Under Hood
LH Frame Rail. Not available with PX-7 engines.

Weight
o

o
o
o
o
o

o
o
-4

4

Unpublished options may require review/approval.
Dimensional and performance data for unpublished options may vary from that displayed in PROSPECTOR.
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Description
OM Advantage ON/OFF Fan Clutch

18.7 CFM Air Compressor
Furnished on engine, Teflon lined stainless steel braided compressor
discharge line,

C-Brake By Jacobs, PX-9
Spin-On Fuel Filter/Water Separator, 12VHeated
Frame Mounted. In addition to the fuel filter supplied with the engine.
Includes fuel water separator on Models 330, 337, and 348.

Engine Protection Shutdown
Includes oil pressure. oil temperature, coolant temperature, and intake
manifold temperature.

High Efficiency Cooling System
Silicone radiator & heater hoses enhance value, durability, & reliability.
Constant tension band clamps reduce leaks. ClimaTech extended life
coolant extends maintenance intervals which reduces maintenance costs.
Anti-freeze effective to ·30 degrees F helps protect the engine. Low
coolant level sensor warns of low coolant condition to prevent engine
damage. Radiator Size by Model 587 1330 sq in. 579/367 FEPTO 1325
sq in, 567/365/367 1440 sq in. 384/386: 1301 sq in, 382/365 FEPTO:
1184 sq in, 389/367 HH 1669 sq in. 348: 1000 sq in.

Radial Seal, Dry Type Air Cleaner, Frontal
Air Intake. Molded rubber air intake connections with lined stainless steel
clamps seal to prevent contaminants in air intake.

Exhaust Single Horizontal
DPF/SCR RH under cab. Includes cab entry RH under cab.

Transmission & Equipment
Allison 3000 RDS-PTransmission, Gen 5
Rugged Duty Series. Includes Rear Transmission Support. TranSynd
Automatic Transmission Fluid, and Water Oil Heat Exchange. Also
includes features that monitor the transmission fluid. filter and clutch
condition. Will display percent life remaining for the transmission fluid. filter
and clutches on the shift selector. This information may be displayed using
the Mode and Up and Down buttons A wrench icon will also be included
to indicate when the transmission fluid. filter or clutches need servicing.
(Suited for vehicles operating on/off highway and/or requiring PTO
operation)

1710HD Driveline, 2 Midship Bearings
(1) Dash Mounted Single Acting Air PTOControl
Standard with PTO engaged indicator ligllt on Class 8 units. Occupies the
space of one gauge.

LH PTOAccess Dipstick Tube Routing,Allison Trans
Allison FuelSense Not Desired
Allison 6-Speed Configuration, Close Ratio Gears
3000 Series Transmissions

Dash Mounted Push Button Shifter

Weight
o
o

90
o

o

o

o

-31

110

100

o

o
o
o

o

Unpublishedoptions may require review/approval.
Dimensionaland performancedata for unpublished options mayvary from that displayed in PROSPECTOR.
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Description
Air & Trailer Equipment

Bendix AD-IS EP Air Dryer with Heater
Extended Purge (for use with higher air consumption applications). An
integrated system air dryer that Incorporates the functions of the air dryer.
purge reservoir (which Increases tile drying capacity), wet air tank,
pressure relief valve. single check valves, and pressure protection valve
for air susp and other ali accessories. Includes easy- to-service spin-on
dessicant cartridge.

Berg Pull Cord Drain Valve(s) - All Air Tanks
Nylon Chassis Hose
Steel Painted Air Tanks
All air tanks are steel with painted finish except when Code 4543330
Polish Aluminum Air Tanks is also selected (then exposed air tanks
outside the frame rails will be polished aluminum). Peterbilt will determine
the optimal size and location of required air tanks. Narratives requesting a
specific air tank Size or location will not be accepted for factory installation.
See ECAT to determine number or location of air tanks installed.

Body Connections 5ft BOC
Junction Box contains light and power circuits for Body Connections
located 5ft from BOC.

A&E Conn EOFw/7-way Socket (w/Conn EOFStrapped
to tile rail)

Tires & Wheels
FF: GY 14ply 295/75R22.5 G661HSA
Diameter = 40.6 inches SLR = 19.0 inches. Compares to Michelin XZE2
and Bridgestone R260F tread.
RR: GY 14ply 295/7SR22.5 GS72ALHD
Fuel Max; Diameter = 41.1 inches; SLR "" 19.3 inches
Code-rear Tire Oty 04
FF: Accur su Armor S0344PK22.5XB.25
Heavy duty, 5 Hand Holes
RR: Accur Steel Armor 504B7PK22.5XB.25
PHP10-5 hand holes
Code-rear Rim Oty 04
Accuride Grey Wheels IPOWhite

Fuel Tanks
26in Aluminum SOGallon Fuel Tank LH U/C
Includes steps for cab access. Paddle handle filler cap with threadless
filler neck. Top draw fuel plumbing reduces chance of introducing air into
the fuel system durinq low fuel level conditions due to the central
placement of fuel pickup tube. Wire braid fuel lines increase durability &
reduce potential for leaks.

Location LH U/C 50 Gallon
DEFTank Mounted LH Under Cab
Standard DEFTo Fuel Ratio 2:1 Or Greater

f••
Weight

39

o
o
o

4

15

14

60

o
22

-8

o
o

-119

o
o
o
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Description
DEF Tank Small

Battery Box & Bumper
Install Batteries On Temp Plywood Support BOC
Includes maximum length battery cables a!lowable per engine
manufacture requirements. Recommend three or more batteries for Class
8.

Aftertreatment RH U/C Alum Non-Slip Cab Entry
Step. DPF/SCR for diesel engines, catalyst for natural gas engines. On
Models 579 specifying chassis fairings, the box will be aerodynamic.

Steel Styled Aero Bumper Painted Different Color
Than cab or nooo, 2 tow pins.

Cab & Equipment
Alum Cab 108in BBC Metton Hood w/Bright Crown
Includes view window RH door and convex mirror over RH door.

Severe Service Cab Package #1
Includes Aluminum side skins, aluminum rear skin, steel windshield mask,
steel firewall, and steel front floor sheet on all cabs, and additional
reinforcement structure on the back wall of the day cab.

Thermal Insulation Package in Cab
Includes thick, closed-cell foam in floor. special mylar-faced foam in walls
and roof structure.

10 Inch Extension for Ultra Day Cab
Add additional 10" to tile loadspace olrnenslon- refer to the horizontal
dimension workscreen.

Peterbilt UltraRide Driver Seat
Peterbilt UltraRide Passenger Seat
Drivers Armrest - RH Only
Required in Model 587 with Evolution LX seats. Optional with Evolution
ST and Rolltek Seats.

Air Ride Driver
High Back Driver
Vinyl Driver
Air Ride Passenger
High Back Passenger
Vinyl Passenger
Adjustable Steering Column - Tilt/Telescope
Steering Wheel with Peterbilt Logo
Steering Wheel with embossed Peterbilt logo over horn button.

(~
Weight

o

-97

o

o

o
39

2

163

o
o
2

o
o
o
o
o
o

11

o
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Description
Interior Grey/Black
Includes rugged charcoal instrument panels, glare-resistant gray dash,
black bezels on gauges, (2) power ports, monochromatic molded door
pads with durable in-mold color, gray molded back wall, 18 inch 4-spoke
soft-touch steering wheel, soft-touch steering column cover, power lift
passenger window. extruded rubber floor covering, header-mounted dome
light, foot well lighting, integrated "dead pedal", (4) inside entry grab
handles, (2) inside sunvisors, (2) coat hooks, (2) cup holders and map bin
in dash.

Dark Window Tint ipo STD Tint - Day Cab
Day Cab Rear Window
One Piece Curved Windshield
Combo Fresh Air Heater/Air Conditioner
With radiator mounted condenser, dedicated side window defrosters, Bi
Level Heater/Defroster Controls, 54,500 BTU/HR, and silicone heater
hoses.

Outside Sunvisor - Stainless Steel
Available for Day Cab and Low Roof Sleeper

Stainless Steel Mirrors 7x16 with Heat Element
(2) Convex 8 Inch SS Mirror
Center mounted under mirror bracket. If rear view mirrors are heated, the
convex mirrors will be heated. Option includes dual door stops.

Mirror Aux RH Fender/Hood
(2 legs on fender and 1 leg on hood)

Mirror Aux LH Fender/Hood
(2 legs on fender and 1 leg on hood)

Power Package
Includes power door locks and power windows.

(1) Air Horn 24.5in Chrome - Round w/Horn Shield
Standard Speaker Package For Cab
(2) Speakers

ConcertClass Without CD, Includes BT Phone and
Audio, AM/FM. WB, USB and MP3.

Radio Antenna Mounted Logger Style
Antenna Mounted LH on BOC In Place of Center Roof position on
Conventional Models.
Models 579 and 567 Antenna Mounted LH Roof In Place Of Center Roof
position.

Plug-In Auto Reset Circuit Breaker
in place of fuses in junction box.

Peterbilt Electric Windshield Wipers
With Intermittent Feature.

Weight
o

o
o
o
o

4

2
4

4

4

o

8
4

10

o

o

o
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Description
CabMate Cab Air Suspension
Mfg by Link. The class 8 conventionals (except Model 348) includes (2)
airbags, (2) shock absorbers, (1) leveling valve, radius rod, and height
limiter. The Models 330, 337, and 348 includes (1) airbag and (1) shock
absorber.

Triangle Reflector Kit Shipped Loose
5 Ib 3A:40bc Fire Extinguisher Cab Mounted
Air Restriction Indicator
Mounted on air cleaner or intake piping.

Main Instrumentation Panel, Graphics Display
Includes speedometer with tripodometer, tachometer with hourmeter and
outside air temperature display, voltmeter, engine oil pressure, engine
coolant temperature, fuel level, primary and secondary air pressure
gauges. Includes standard warning light package: high water
temperature, low oil pressure, and low air pressure warning lights
w/audibie alarms, high beam, turn signal, low fuel, parking brake, and ice
warning indicators; seat belt reminder; rocker switches with long-life LED
indicators; multi-function turn stalk with flash-to-pass feature (night mode
flashes headlights and marker lights; day mode flashes headlights only),
intermittent windshield wiper and headlamp beam control. Hydraulic
braked trucks do not include air pressure gauges.

Headlights Composite Fender Mounted
Integral Park, Turn, and Side Marker

(5) Marker Lights, Aero LED
Light Emitting Diodes

(2) Peterbilt Fog Lights
Recessed in bumper

Daytime Running Lights
(Required on Canadian units)

(2) Addl Dome/Reading Lights, Ceiling Mounted

Paint
Bumper Painted Separate Color
Than Hood

(1) Color Axalta Two Stage - Cab/Hood
Base Coat/Clear Coat
N85020 A - L0006EB WHITE - Stand
N85040 B L5927EB ARGENT GRAY E
N85400 HOOD TOP L0006EB WHITE - Stand
N85500 CAB ROOF L0006EB WHITE - Stand
N85200 FRAME N0001 EA BLACK
N85700 BUMPER L5927EB ARGENT GRAY E
N85300 FENDER L0006EB WHITE - Stand

Axalta Two Stage Effect - Metallic/Pearl
Cab/Hood & Sleeper Only

Shipping Destination

Weight
15

13

8
o

o

o

o

6

o

o

o
o

o
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Options Not Subject To Discount
Medium Duty Emissions Surcharge

POI At Excellence Peterbilt Location
Vehicle Layout
Option is not subject to discount. Fleets wi!! be split prior to build so that
the charge is applied to only one unit. Quotes will not reflect this.

o
o
o

e.
Description Weight

oShipping Destination
(Specify by narrative)
N89900 American Truck & Trailer Body Co., Inc.

Miscellaneous
Presentation Created Using Featured Spec
For Model

o

Total Weight 11245

Prices and Specifications Subject to Change Without Notice.
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CITY OF PALO ALTO
NJPA CONTRACT PACKAGE

HEAVY CREW TRUCK BODY FOR MAINTENANCE, CONSTRUCTION AND
SERVICE - GAS, WATER, WASTE WATER

PROVfDE AND INSTALL THE FOLLOWING LINE BODY AND ASSOCIATED EQUIPMENT IN
ACCORDANCE WITH THE FOLLOWING SPECIFICATIONS ON A CITY SUPPLIED CHASSIS
CAB. THE CHASSIS SHALL BE A TWO (2) AXLE, 26,000.00-35,000 GVWR CLASS VI or VII
CHASSIS WITH 128" CA, CLEAN. CHASSIS MUST BE EQUIPPED WITH AN ALLISON 2000 OR
HIGHER SERIES AUTOMATIC TRANSMISSION.

BODY TO BE AN AMERICAN TRUCK AND TRAILER BODY COMPANY HCPAI SERIES BODY
WITH THE BELOW LISTED /\CCESSORIES - (NO EXCEPTIONS)

ALL ITEMS FURNISHED PER THIS SPECIFICATIONS SHALL COMPLY WITH ALL APPLICABLE
FEDERAL AND CALIFORNIA STATE LAWS, CODES AND REQUIREMENTS AS OF THE DATE
or SALE.

MAIN BODYDETAILS:

A. RIGHT SIDE FRONT VERTICAL COMPARTMENT

I. APPROXIMATE INSIDE DIMENSIONS 40" W X 70" 11X 24"D
2. COMPARTMENT TO HAVE A THRU-SECTION FOR LONG STORAGE
3. (I) ADJUSTABLE SHELF WITH ADJUSTABLE DIVIDERS
4. (1) GrCI OUTLET LOCATED ABOVE THRU SECTION
5. ROM ROLL-UP DOOR
6. TOP SECTION, ABOVE COMPARTMENT TO HOUSE COMPRESSOR COOLER AND AIR

INTAKE

B. RIGHT SIDE SECOND VERTICAL COMPARTMENT

I. APPROXIMATE INSIDE DIMENSIONS 30" W X 70" H X 24"D
2. COMPARTMENT ro HAVE (3) ATTBC THO] TOOL HOLDERS



3. (1) ADJUSTABLE SHELF WITH ADJUSTABLE DIVIDERS
4. ROM ROLL-UP DOOR
5. COMPARTMENT FLOOR TO BE REINFORCED TO HOLD THE WEIGHT OF THE

TOOL HOLDERS.

C. RIGHT SIDE THIRD VERTICAL CO]\'lPARTMENT

I. APPROXIl'v'l.ATE INSIDE DIMENSIONS 24"W X 70"!I X 24"D
2. TOP SECTION TO HA VE (1) ADJUSTABLE SHELF ABOVE DRAWER SET WITH

ADJUSTABLE DIVlDERS
3. COMPARTMENT TO HAVE A ilEA VY DUTY DRA WER SET WITH (5) 5" DRAWERS
4. ROM ROLL-UP DOOR
5. COMPARTMENT TO HAVE (I) GFCI OUTLET ABOVE DRA WER SET

D. RIGHT HORIZONTAL COi\lPARTMENT OVER REAR AXEL TO REAR PANEL

1. APPROXIMATE INSIDE DIMENSIONS 52" LX 41" H X 24" D
2. ROM ROLL-UP DOOR
3. HANNAY 100' 12V ELECTRIC REWIND ~:;" AIR HOSE REEL.
4. REELCRAFT SPRING REWIND HOSE REEL TO HAVE 50' OF 3/8" AIR HOSE FOR

SMALL TOOLS
5. REELCRAFT SPRING REWIND HOSE REEL WITH DUAL (P/R) HOSE TO HA VE 50' OF

3/8" PRESSURE AND RETURN HYDRAULIC HOSE WITH QUICK DISCONNECT
COUPLERS.

Eo RIGHTSIDE REAR VERTICAL COMPARTMENT

APPROXIMATE INSIDE DIMENSIONS 26" W X 70" II X 24" D
2. COMPARTMENT TO HAVE (4) ADJUSTABLE SHELVES WITH ADJUSTABLE

DIVIDERS
3. ROM ROLL-UP DOOR

F. LEFT SIDE FRONT VERTICAL COMPARTMENT (WITH WELDER PLATFORM)

1. APPROXIMATE INSIDE CLEAR DJI'vlENSIONS 40" W X 34" H X 24" D
2. BARN STYLE DOOR WITH 3 POINT PADDLE LATCH, TOP SECTION OF THE

COMPARTMENT ro BE A THRU-SECTION.
3. SECTION ABOVE BARN DOOR COMPARTMENT TO HAVE A 40" W X 70" D

WELDER PLATFORM FOR LINCOLN 400 SERIES DIESEL WELDER.

G. LEFT SIDE SECOND VERTICAL COMPARTMENT

1. APPROXIMATE INSIDE CLEAR DIMENSIONS 30" W X 70" H X 24" D
2. ROM ROLL-UP DOOR
3. COMPARTMENT TO HAVE (3) THREE ADJUST'ABLE SHELVES WITH ADJUSTABLE

DIVIDERS
4. COMPARTMENT TO HAVE (I) GFCI OUTLET AT MID POINT LEFT

H. LEFT HORIZONTAL COMPARTMENT

I. APPROXIMATE INSIDE CLEAR DIIVIENSIONS 52" LX 41" H X 24" D
2. ROM ROLL-UP DOOR
3. COMPARTMENT TO HAVE THREE (2) ADJUSTABLE SHELVES WITH ADJUSTABLE

DIVIDERS.
4. ADJUSTABLE DIVIDERS IN BOTTOM OF COMPARTIVIENT

2



J. LEFT SIDE REAR VERTICAL COMPARTMENT

I. APPROXIMATE INSIDE CLEAR DlMENSIONS 26" W X 70" H X 24" D
2. COMPARTMENT TO HAVE (3) ADJUSTABLE SHELVES WITH ADJUSTABLE DIVIDERS
3. ROM ROLL-UP DOOR

I. ALL COMPARTMENTS TO HAVE LED INTERIOR "ROPE" LIGHTS. LIGHTS TO HAVE
AN ON/OFF SWITCH IN CAB.

K. MISC.

2. ALL COMPARTMENTS TO BE WATERTIGHT WITH A DRAIN HOLE IN THE BOTTOM
WITH A REMOVABLE PLUG

BED AREA DET AILS:

A. SUPERSTRUCTURE

I. DIMENSIONS 31" H X 132" L X 95" W (CURBSIDE TO BE TAPERED TO
ACCOMMODATE REFERENCED HYDRAULIC PIPE RACK ....SEE REFERENCE
DRAWINGS).
2. TWO (2) EQUAL SPACED MATERIAL SHELVES EACH SIDE, ABOVE SIDE OF BODY

132" LONG. SHELVES TO BE VERTICALLY SUPPORTED FROM ROOF TO SIDE RACKS
AND HAVE INTERIOR ACCESS. SHELVES BOTH SIDES TO HAVE INTERIOR UPWARD
RETURN TO KEEP ITEMS FROM FALLING INTO BED AREA

3. REAR TO HAVE A ROLL-UP GARAGE STYLE DOOR
4. ROOF TO HAVE (2) STREETSIDE AIVIBIENTLIGHT WINDOWS.

B. MISC.

1. REAR TO HAVE 6" HIGH REMOVABLE WOOD TAIL BOARD
2. E-TRACK TO BE INSTALLED ON EXPOSED BED INTERIOR WALLS.
3. LEFT REAR SECTION OF BED AREA TO HAVE PLASTIC PIPE REEL INSTAlLED

AGAIST BED WALL PAYING-OUT TO THE REAR.
4. ROOF HAVE TWO (2) DOI\IE LIGHTS WITH SWITCHES TO BE WIRED TO MASTER

COMPARTMENT LlGHT SWITCH IN CAB
5. FURNISH AND INSTALL TRAFFIC CONTROL ARROW STICK AT REAR OF BODY
6. FURNISH AND INSTALL ATTBC ROTAT1NG TAMPER HOLDER ON FRONT OF

CHASSIS
7. FURNISH AND INSTALL ATTBC TILT-DOWN FRONT MOUNTED CONE HOLDER
8. BED AREA TO BE BLACK NON-SKID PAINTED/COATED

REAR PLATFORM DETAILS:



PLA TFORM DECK TO EXTEND 24" AFT OF CO]\lPARTMENT SIDE RACKS AND BE 95" WIDE
A. PLATFORM TO BE 3/16" DIAMOND PLATE AND PAINTED WITI! BLACK NON-SKlD

PAINT/COATING
B. LEFT SIDE OF PLATFORIVI
C. UNITS STOP, TAIL, DIRECTIONAL, BACK-UP AND MARKER LIGHTS FOR THE REAR

OF VEHICLE TO BE LED
D. LEFT REAR OF PLATFOIUvl TO HAVE ACCESS STEPS WITH: HAND RAIL.
E. FLUSH MOUNTED IN REAR PLATFORM ALL LIGHTS TO BE LED AND HAVE BACK

PROTECTION.
F. RIGHT REAR CORNER OF PLATFORIVITO BE REINFORCED FOR VISE MOUNTING,

WITH FRONT SUPPORT
G. TWO (2) 120 VAC DUAL RECEPTACLE GFCI PROTECTED OUTLETS SHALL BE

INSTALLED. ONE (I) ON RIGHT SIDE RECESSED AND ONE (I) ON LEFT SlDE.
H. (1) 500 Wxrr TELE-LIGHT WITI-[TRI-POD TO BE INSTALLED AT SS REAR OF

PLATFORM

LINE CONSTRUCTION BODY GENERAL DETAILS:

A. MINIMUM 14-GAGE GALVANNEAL STEEL. OR AS SPECIFIED, ELECTRICALLY
WELDED

B. ALL EDGES, lNSlDE AND OUTSIDE, GROUND SMOOTH, AND ALL EXPOSED EDGES
HEMMED

C. ROM ROLL-UP DOORS TO BE KEYED ALIKE.
D. ALL ATTACHING HARDWARE TO INCORPORATE ELASTIC SELF-LOCKING NUTS, OR

EITHER A LOCK WASHER OR STAR WASHER AT THE M.lNIMUM. PLAIN WASHERS
TO BE INCORPORATED UNDER THE I-IEADOF HEX-HEAD BOLTS

E. COAT ENTIRE UNDERSIDE OF BOD'{ (FLOOR, WHEEL WELLS, COMPARTMENTS)
WITH UNDERSEAL

F. PROVIDE OFFSET FOR SPRING HANGERS BASED ON CHASSIS-CAB SPECIFICATIONS
G. REAR WHEEL CUTOUTS MUST ALLOW SUFFICIENT ROOM FOR TIRES MINIMlJM 6"
H. PROVIDE REAR WHEEL SPLASHGUARDS AS REQUIRED PER SAE .1682,OR AS

SPECIFIED OTHERWISE. SPLASHGUARDS TO BE INSTALLED IMMEDIATELY
BEHIND REAR AXLE

I. BODY TO BE ATTACHED TO CHASSIS USING MINiMUM SIX-POINT SYSTEM TO
COMPLY WITH FMVSS. BODY SHOULD BE SHEAR PLATE MOUNTING DESIGN AND
ALL ATTACHING HARDWARE SHALL BE SAE GRADE 8, AND ALL CHASSIS FRAME
HOLES SHALL BE DRILLED AND REAMED TO FINAL DIMENSION

1. TWO CHOCK HOLDER IN EACH FENDER PANEL
K. BODY MATERIAL GAUGES AS FOLLOWS

I. FLOOR 3/16 DIAMOND PLATE
2. CROSS MEMBERS STRUCTURAL CHANNEL
3. LONGITUDI.NALS STRUCTURAL CHANNEL
4. TOP PANEL 14 GA
5. REAR END PANEL 14 GA
6. FRONT END PANEL 14 GA
7. FRONT PANEL 14 GA
8. COMPAKTMENT FLOOR 14 GA
9. DOOR PANELS 18118GA
10. FENDER PANEL 14 GA
11. SHELVES IN BODY 16 GA
12. SUPERSTRUCTURE 14GA

L. ALL COMPARTMENTS TO BE WATER RESISTANT'
M. ADJUST ABLE TRAYS TO BE I\tlANUFACTURED SO THEY CAN BE l'vfOVEDFROM ONE

LOCATION TO ANOT'HER WITHOUT SCRAPING PAINT OFF COMPARTMENT WALLS
N. ADJUSTABLE DIVIDER SHELVES SHALL INCORPORATE ADJUSTABLE SLOTS ON

TWO --INCH CENTERS
O. CAULK AND SEAL ALL NON-CONTINUOUSL'( WELDED BODY SEAMS AND

ATTACHING POINTS FOR BODY ACCESSORIES
4



P. SUPPLY AND INSTALL PLYWOOD RACK ON BODY FRONT' PANEL BETWEEN
CHASSIS CAB AND BODY

AC ELECTRICAL WIRING REQUIREMENTS:

A. REMOTE ELECTRICAL RECEPTACLES SHALL IVIEETOR EXCEED THE FOLLOWING
SPECIFICATIONS,

1. COMMERCIAL GRADE
2. RECEPTACLE RATING: 120 VAC, 20 MvlP, GFCI DUPLEX RECEPTACLE
3. RECEPTACLE TO BE INSTALLED IN A DEEP, COVERED, WEATHERPROOF IN

USE RECEPTACLE BOX APPROVED FOR "WET" ENVIRONMENTS
B. ALL 120 VAC ELECTRICAL WIRING SHALL BE OF THE APPROPRIATE GAUGE,

CONSIDERING POWER SUPPLY, LENGTH OF RUN, AND REMOTE RECEPTACLE
RATING

C. ELECTRICAL TO BE ROUTED IN "SEAL-TITE", OR EQUIVALENT CONDUIT.
FLEXIBLE METAL CONDUIT lS NOT ACCEPTABLE

VEHICLE LIGHTING REQUIREMENTS:

A. ALL VEHICLE LIGHTING TO BE LED. AND IN COIVIPLIANCEWITH FEDERAL LIGHTING
STANDARD FMVSS 108, AS WELL AS COMPLY WITll THE STATE OF CALIFORNIA
VEHICLE CODE

B. ALL VEHICLE LIGHTING TO BE FLUSH IVIOUNTEDAND RUBBER SHOCK-MOUNTED
C. ALL SIDE AND REAR REFLECTORS ARE TO BE COMBINED (VIA A REFLECTORIZED

LENS) WITH SIDE MARKER LAl\!lP(S), WHERE POSSIBLE AND WITHIN THE
SPECIFICATIONS OF FMVSS 108. IF A SOLE REFLECTOR IS REQUIRED, A DOT
APPROVED REFLECTORIZED ADHESIVE MATERIAL SHOULD BE USED IN LIEU OF A
RIVETED OR SHEET METAL SCREW ATTACHED ARMORED REFLECTOR

D. A METAL GUARD SHALL PROTECT THE BACKSIDE OF ANY LIGHTING THAT
PENETRATES INTO REAR BODY COMPARTI'vIENTS

E. UNTTSWILL HAVE (4) LIGHTS TO THE REAR OF THE VEHICLE (2) BRAKE AND
TAILLfGHTS IN THE FACE OF 'fHE DECK, AND TWO BACK UP LIGHTS

F. ALL BODY COMPARTMENTS TO HAVE LED INTERIOR LIGHTS, EACH LIGHT TO HAVE
ON/OFF SWITCH WITH MASTER POWER SWITCH IN CAB

G. LICENSE PLATE LIGHT SHALL BE FURNISHED AND INSTALLED

THE FOLLOWING GUIDELINES SHALL BE ADHERED TO AS GENERAL
ELECTRICAL WIRING PRACTICE:

A. ALL WIRING, INTERNAL AND EXTERNAL, SHALL BE LOOMED, AND PROPERLY
SECURED AND ROUTED IN A PROFESSIONAL MANNER

B. ANY NECESSARY WIRE SPLICES AND/OR BUTT CONNECTlONS SHALL BE SOLERED
AND SHRINK-WRAPPED, OR FINISHED USING CRIMPED BUTT CONNECTORS AND
SHRINK-WRAPPED. SCOTCH LOCKS ARE NOT ACCEPTABLE

C. WIRING TO BE SECURELY FASTENED AND INDEPENDENTLY SUPPORTED USING
PROPERLY SIZED CUSHION CLAMPS, MET'AL CLIPS, OR OTHER INDUSTRY ACCEPTED
SUPPORTING HARDWARE. TIE-WRAPS SHALL ONLy' BE USED IN BETWEEN PRIMARY
WIRING SUPPORTS AS NECESSARY TO AID IN THE SECUREMENT OF WIRE BUNDLES.
TIE-WRAPS SHALL NOT BE USED FOR THE PRIMARY SUPPORTING OR SECURING OF
WIRING. STICK-ON/ GLUE-ON WIRE RETAINERS ARE NOT ACCEPTABLE

D. WIRING SHALL NOT BE SUPPORTED BY, OR ATTACHED TO, ANY OTHER HOSE,
ELECTRICAL BUNDLES, ETc:. THE WIRING/LOOM SUPPORTS SHALL PROVIDE AN
INDEPENDENT SUPPORT

E. PROVIDE GROMMETS WHERE WIRE PASSES THROUGH COMPARTMENTS, FRAME
MEMBERS, AND BULKHEADS

F. PROVIDE POSITIVE PROTECTION OR METAL SHIELDlNG TO PRECLUDE THE
CHAFFING OF WIRING AGAINST FRAME MEMBERS, CHASSIS COMPONENTS, ENGINE
EXHAUST COMPONENTS. BODY COrvIPONENTS, OR ADJACENT HOSES/LINES, ETC.

TOWING ITEMS:
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A. INSTALL ATTBC BUCI(-PLATEAND PREMIER 2200 PINTLE HITCH
B. INSTALL "GLAD HANDS"
C. INSTALL (1) 6 WAY ROUND TRAILER PLUG & (I) 7 WAY RV STYLE PLUG

WORK & SAFETY LIGHTS:

A. INSTALL TWO WHELEN TANF85 45" TRAFFIC ADVISORS (I) FRONT OF BODY. ONE
REAR OF BODY.

B. INSTALL (5) WHELEN 600 SERIES FLUSH. MOUNTED SCENE LIGHTS (2) ON THE
CURBSIDE TOP CORNERS OF THE SUPERSTRUCTURE. (2) ON THE STREETS IDE TOP
CORNERS OF THE SUPERSTRUCTURE AND ON THE STREETS IDE REAR OF THE
SUPERSTRUCTURE.

C. INSTALL (4) WHELEN 600 SERIES STROBES (2) ON THE CURBSIDE TOP CORNERS OF
THE SUPERSTRUCTURE AND (2) ON THE STREETS IDE TOP CORNERS OF THE
SUPERSTRUCTURE. LIGHT TO BE CLOSE J\tlOUNTED NEAR THE SCENE LIGHTS.

D. INSTALL (2) GRILL MOUNTED WHELEN LlNZ6 SERIES STROBES AT FRONT OF
CHASSIS.

E. INSTALL (I) WHELEN 600 SERIES LED STROBE TO BE INSTALLED AT THE REAR OF
THE BODY ON STREETS IDE REAR PANEL.

PAINT AND FINISH:

A. ALL SURFACES TO BE ACID ETCHED, CLEANED OF RUST, GREASE, OIL, DIRT,
MILLSCALE, ETC., PRIOR TO THE PRIME COAT OF PAINT

B. ALL EXTERIOR AND INTERIOR SURFACES COATED WITH MINIMUM TWO COATS OF
METAL PRIMER

C. BODY EXTERIOR PAINTED WITH MINIMUM TWO COATS PAINT TO MAT'CH CAB
D. BODY COMPARTMENT INTERIORS PAINTED WHITE
E. ALL INSTALLED SWITCHES AND/OR EQUIPMENT CONTROL(S), MUST BE PROPERLY

LABELED AS TO FUNCTION AND CONDITION (I.E .. ON. OFF. ETC.). ALL REQUIRED
lDENTIFICA TION LABELS OR PLACARDS. INTERIOR OR EXTERIOR, TO BE
PERMANENT NON-FADING (I.E., ENGRAVED OR DIE-STAMPED) AND AFFIXED USING
RIVETS. ADHESIVE LABELS, METAL OR PLASTIC ARE NOT ACCEPTABLE

F. ANY AND ALL BODY ATTACHMENTS SHALL BE INSTALLED USING A RUBBER
GASKET MATERIAL AND ATTACHMENT CAULKED TO PREVENT WATER LEAKAGE.

G. INSTALL CITY OF PALO ALTO PROVIDED DECALS

ADDITIONAL ITEMS FURNISHED WITH EACH UNIT:

TRUCK MOUNTED POWER TAKE OFF DRIVEN AIR
COMPRESSOR/GENERATOR/HYDRAULIC SYSTEM

MAKE/MODEL

A. CURRENT MODEL SINGLE STAGE ROTARY SCREW VANAIR MODEL V3 175 UDEC
UNDERBODY AIR COMPRESSORI7.2 KW GENERATORIIO GPM @ 2000PSI HYDRAULIC
SYSTEM SHALL BE SUPPLlED AND INSTALLED. SYSTEM SHALL DELIVER THE
SPECIFIED VOLUME OF AIR, AC POWER AND HYDRAULIC FLOW TO THE END OF
SPECIFlCED OUTLETS. THE SYSTEM MUST RUN orr (I) PTO OPENING AND MUST NOT
UTILIZE ANY BELTS OR PULLEYS IN THE INTEGRATION OF THE AIR, AC
GENERATfNG, AND H',(DRAULlC SYSTEI\-t. (NO EXCEPTIONS)

DRIVE
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A. THE SIDE-MOUNT HOT SHIFT CEHLSEA PTO SHALL BE DESCRIBED IN THE
MANUFACTURER'S CATALOG AS SUITABLE FOR HEAVY-DUTY CONTINUOUS
OPERATION WITH A TORQUE RATING OF I25-FT/LBS: CAST IRON CASE ONLY
HYDRAULIC CLUTCH PACK OPERAT'ED, CONTINUOUS GEAR ENGAGEMENT SHIFTING
TYPES UNACCEPTABLE

B. MAXIMUM ENGINE SPEED AT 100 PSI TO BE WITHIN 1300-RPM PTO TO BE
COMMENSURATE WITH C01V1PRESSOR, SPEED AT ABOVE ENGINE SPEED

C 1300 SERIES DRIVELlNE, FORGED STEEL FLANGES AND UNIVERSAL JOINTS SHALL BE
OF STANDARD MANUFACTURE WITH SUFFICIENT TORQUE CAPACITY

D. TOLERANCE BETWEEN FACE OF FLANGE ON COiV1PRESSOR SHALL NOT EXCEED ONE
(1) DEGREE

E. DRIVE SHAFT ANGLE SHALL NOT EXCEED SEVEN (7) DEGREES \VORKING ANGLE
F. DRIVELlNE SET SCREWS TO BE SAFETY WIRED

ENGINE SPEED CONTROL

A. VANAIR V-TEC SPEED CONTROL AND DlAGNOSTIC SYSTEM

B, ENGINE AND TRANSrvllSSION TO BE REPROGRAMl'vlED BY DEALER TO MATCH
COMPRESSOR REQUIREMENT'S TO PREVENT OPERATOR INPUT.

COMPRESSOR OIL

A. VANAIR AIR HEAD LUBRICANT.

COMPRESSOR OIL COOLER VANAIR #6001-001

A. FACTORY SUPPLIED ELECTRICALLY DRIVEN FAN SYSTEM FOR COMPRESSOR OIL
COOLING SYSTEM. FAN TO BE C)'CLED BY FACTORY THERMAL TEMPERATURE
SWITCH

B. UNIT TO BE MOUNTED AT REAR OF TRUCK
C. ELECTRIC FAN: EXHAUST A[R [S NOT TO BE DEFLECTED TO REAR OF CHASSIS
D. NO PORTION OF INSTALLATION TO REAR OF CAB SHALL EXTEND MORE TI-IAN 2"

ABOVE VEHICLE FRAt-.H:
E. NO PORTION OF COOLER SHALL EXTEND BELOW DIFFERENTIAL
F. NO ABS FORMED PLASTIC

AIR RECEIVER & OIL SEPARATOR VANAIR #60004-001B

A. VISUAL TYPE SIGHT GLASSES OR GAUGE INCORPORATED IN RECEIVER AND VISIBLE
FROM CURBSIDE

B. TANK TO BE POSITiONED FOR ACCESS TO OIL SEPARATOR WITHOUT REMOVING
TANK FROM TRUCK

C. DESIGNED SO THAT UNIT CAN BE MOUNTED BETWEEN RIGHT FRAME MEMBER AND
RUNNING BOARD UNDER CAB WITH ACCESS '1'0 OIL LEVEL GAUGE AND OIL FILL
LUG ON CURB SIDE

D. OIL FILL TO BE EXTENDED IF NECESSAR'{ TO ALLOW OIL TO BE ADDED
CONVENIENTL Y

E. DRAIN VALVE REQUIRED ON TANK
F. AIR RECEIVING TO BE ASME AND NATION BOARD
G. CONNECTED TO .AIR RECEIVER AND LOCATED SO THAT VALVE CAN BE CHECKED

MANUALLY FROM CURB SIDE OF TRUCK
H. REMOTE PULL CABLE TO SAFETY VALVE FOR TESTING OPERATION IS ACCEPTABLE
I. TO AUTOMATICALLY BLOW DON AIR SYSTEM WHEN AIR COMPRESSOR [S

DISENGAGED OR STOPPED
J. BLOW DOWN AIR IS TO BE DIRECTED DOWNWARD WITl; NECESSARY PIPING
K. TANK TO HAVE BOLT ON LID WITH INTERNAL COALESCING ELEMENT
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AIR FILTER

A. COMPLETE WITH FACTOR'!, STANDARD DRY-TYPE AIR FILTER INCLUDING FITTINGS
WITH CLAMPS FOR RELOCATING AIR FILTER ABOVE FLOOR OF BODY

B. AIR FILTER PLATE THAT IS ATTACHED TO THE AIR INTAKE TUBE OF COMPRESSOR
MUST BE COMPLETELY SEALED OFF TO PREVENT DfRTY AIR BYPASSING THE FILTER

MINIMUM PRESSURE ORIFICE

A. INCORPORATE AT DISCHARGE OF RECEIVER SYSTEM

COMPRESSOR MOUNTING

A. TO BE MOUNTED BACK OF CAB BETWEEN FRAME MEMBERS
B. NO PART OF COMPRESSOR ACCESSORIES TO EXTEND MORE THAN 2" ABOVE TRUCK

FRAME OR II" BELOW LOWEST POINT ON FRAME CHANNELS

HYDRAULIC COOLER LINES

A. AEROQUIP FC-300 OR EQUAL
B. MUST EXCEED SAE 100RS STANDARDS

FLEXIBLE LINES

A. AEROQUIP FC-300 REUSABLE ENDS
B. SPEED CONTROLS LINES TO BE AEROQUIP #2807 (TEFLON) wrru REUSABLE END (NO

SUBSTITUTE)
C. AIR LINE TO SERVICE VALVES TO BE NOT LESS THAN I" ]I) WITH FLEXIBLE

CONNECTION AT FORWARD END M.ADE OF AEROQUIP #FC300-20 HOSE (NO
SUBSTITUTE) AND THE FOLLOWING FITTINGS PER INSTALLATION 2-EACH 411-20S
HOSE ENDS, 1 EACH 2024-20-203 COMP

D. ALL HOSES ARE TO BE SECURED WITH RUBBER COATED STEEL CLAMPS (PLASTIC
TIES ARE NOT ACCEPTABLE

COMPRESSOR PROTECTION

A. COMPRESSOR MUST BE PROTECTED BY HIGH TEMPERArURE CUT-OFF SWITCH
TESTED FOR PROPER OPERATION BEFORE DELIVERY OF COMPRESSOR

B. THERMAL SWITCH MUST BE MURPHY SWITCH GAUGE 1120-TO-300, 15 FEET
C. MUST INCLUDE A TEMPERATURE INDICATOR, NO LIGHTS
D. THERMAL SWITCH MUST INCLUDE A RESET BUTTON
E. THERMAL SWITCH SHUTDOWN TO BE WIRED '1'0 PTO ELECTRONIC ENGAGEMENT

SYSTEM. NOT THE VEHICLE IGNITION SYSTEM
F. TEMPERATURE GAUGE DIAL FOR SWITCH TO BE IVIOUNTEDIN DASH

ELECTRICAL WIRING

A. ALL ELECTRICAL WIRING USED IN CONNECTION WITI{ COMPRESSOR MUST BE
ADEQUATELY SECURED FOR PROTECTION OF WIRE (SCOTCH LOCK TYPE ELECTRICAL
CONNECTORS ,ARENOT ACCEPTABLE

MISCELLANEOUS

A. TO BE COMPLETE WITll ONE PART MANUAL AND ONE MAINTENANCE MANUAL PER
UNIT

B. OVERHAUL AND PARTS MANUAL FOR AIR END ASSErvlBLE
c. IF PARTS MANUALS DO NOT SHOW ALL PARTS USED, A SEPARATE LIST SHALL BE

PROVIDED
D. PARTS AND SERVICE MANUALS TO BE LEFT IN VEHICLES.
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E. INSTALLATION OF COIVIPRESSOR AND NECESSAR\' COMPONENTS IVIUST REFLECT
GOOD WORKtvlANSHIP

F. IF THE COMPRESSOR IS INSTALLED BY OTHER THAN THE COl'vlPRESSOR
MANUFACTURER, THE WORK MUST I3E PERFORMED BY FACTOR'!' AUTHORIZED AND
TRAINED INSTILLATION CENTER

G. VENDOR TO OPERATE UNIT FOR AT LEAST FOUR (4) HOURS
H. AIR HOSE REEL TO BE HANNAY Gf! 1474 REVD WITH 12 VDC REWIND, 4-WAY ROLLER

GUIDE, 100" X ~:;" AIR HOSE BALL STOP AND THOR COUPLER INSTALLED IN CURBSIDE
HORIZONTAL COMPARrIVIENT.

WARRANTY

A. AS STIPULATED COMPRESSOR, PTO AND INSTALLAT'ION TO BE WARRANTED AGAINST
DEFLECTS IN tvlArERIAL AND WORKMANSHIP FROM DATE VEHICLES PLACED IN
SERVICE: AIR END 36 MONTHS ALL OrHER COMPONENTS 12 MONTHS

B. WARRANTY TO COVER ALL PARTS AND LABOR
C. INSTALLATION iVIES'!' BE PERFORMED AT AUfHORIZED VANAIR SALES AND SERVICE

CENTER TO IVIAINTAIN \VARRANTY.

GENERATOR (V3 SYSTEl\l GENERATED)

A. 7,2 KW GENERArOR CLOSE-COUPLED WITH THE AIR END ON THE VANAIR GENAIR
SYSTEM WILL PROVIDE POWER TO THE OUTLETS AND AC POWER DELIVERY SYSTEM
REFERENCED BELOW.

B. GENERATOR ELECTRICAL CONNECTIONS TO BE A WEATHERPROOF QUICK
DISCONNECT PIN STYLE

C. REMOTE COVERED eFCI OUTLET 'TO BE HARD-WIRED WITH ELECTRICAL CONDUIT
(MIN. 10AWe SIZE, OR AS DICTATED BY GENERATOR OUTPUT) TO REAR BODY SIDE
PACK PANEL AND LEFT SIDE FIRST FRONT VERTICAL COMPARTMENT. MALE TllREE
PRONG PIGTAIL AT GENERATOR END OF TRUCK WIRING, FOR PLUGGING INTO
GENERATOR GFCI OUTLET. GrCI OUTLET TO BE PERMANENTL'!, LABELED WITH
RECEPTACLE RATING

HYDRAULIC SYSTEM (V3 SYSTEM GENERATED)
10 GPM, 2000 PSI PTO DRIVEN HYDRAULIC TOOL SYSTEM

HOSE SIZES

A. SUCTION HOSES, WIRE BRAID 11/4" ID
B. PRESSURE HOSES, WIRE BRAID '/," ID
C. RETURN HOSES, WIRE BRAID 3,"
ALL HOSES TO BE TWO (2) WIRE BRAID WITH A 5 TO 1 BURST SAFETY FACTOR

COMPONENTS

1. 20 GALLON HYDRAULIC OIL RESERVOIR WITH FILLER BREATHER CAP. SIGHT LEVEL
GAUGE INTERNAL BAFFLE AND RETURN DEFLECTOR

2. 1-1/4" SHUT OFF VALVE
3. 100-MESH WIRE SUCTION LINE STRAINER
5. HEDLAND 0-15 GALLON FLo\V METER
6. 0-3000 PSI GLYCERIN FILLED PRESSURE GAUGE. STEiVIMOUNT'ED
7. FOUR (4) WAY SELECT'OR VALVE WITH auu.r IN PRESSURE RELIEF. RELIEF '1'0 BE

ADJUSTABLE TO 2500 PSI AND SET AT 2200 PSI. VALVE ro BE OPEN CENTER SO
PRESSURE CANNOT BE rR.,APPED IN TOOL CIRCUIT AND HAVE DETENT IN CONTROL
HANDLE ONE (I) PRESSURE PORT TO BE PLUMBED TO QUICK COUPLER, AT FRONT OF
UNIT AND ONE (1) PRESSURE PORT TO BE PUJ)'vlBED TO QUICK COUPLER AT REAR OF
UNIT
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8. FLUSH FACE HTMA INTERCHANGE H'y'DRAULIC COUPLERS, TWO (2) SETS, CONNECTED
TO SWIVELS SO COUPLER WILL ROTATE

9. HYDRAULIC OIL COOLER TO KEEP OIL BETWEEN 90 DEGREES FAHRENHEIT AND 130
DEGREES FAHRENHEIT

10. 10 MICRON RETURN LINE OIL FILTER. FILTER TO HAVE BUILT-IN BYPASS CONDITION
GAUGE AND BE SPIN-ON REPLACEABLE TYPE

II. ~I,"SHUT-OFF VALVE
12. ADJUSTABLE FLOW CONTROL VALVE WITH RELIEF

ALL PRESSURE FITTINGS TO BE STEEL AND HAVE 5-1 SAFETY I<'ACTOR. ALL SliCTION
OR RETURN FITTINGS TO BE EITHER STEEL OR BLACK IRON WITH A 5 TO 1 SAFETY
FACTOR. NO GALVANIZED FIlTINGS ARE TO BE ussu ANYWHERE IN TIlE SYSTEM,
SYSTEM TO BE PLLlMBIm AND INSTALLED SO HACK PRESSLIRE IS KEPT TO A
MINIMUM. BACK PRESSlJRE SHALL NOT EXCEED 250 PSI

NO DEVIATIONS FROM THE SYSTEM WILL BE ALLOWED, SYSTEM TO BE FILLED WITH
EP-32 HYDRAlfLlC OIL AND TESTED. CONTROLS TO HE PLtJMB~:D TO RIGHT REAR OF
BODY. CONTROLS TO INCLlJDE FOlJR (4) WAY SELECTOR VALVE, ADJlJSTABLE FLOW
CONTROL VALVE, FLOW METER PRESSURE GAUGE AND HTMA COUPLERS.

HYDRAULIC PIPE RACK

ATTBC HPR2 12V HYDRAULIC PIPE RACK WITH 1000LB LIFT CAPACIT'{

SEE VIDEO AT THE FOLLOWING URL FOR OPERATION PROFILE:

http://youtll.be/_Le9ysOyOT8

WELDER
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PROVIDE AND INSTALL NEW i'vl0DEL LINCOLN VANTAGE 400 DIESEL WELDER

RATED OUTPUT:
400A136V/I00oo
450A/32V II OO~/()

OUTPUT RANGE:
14-36V CV
2()-250A DC TIG
30-S0OA DC
40-300A PIPE
90-4SOA GOUGE

GENERA TOR OUTPUT:
3-PH: 19 KW PEAK, 17 KW CONT., I-PH: 12 KW PEAK, II KW CONT.

TYPE OF ENGINE:
PERKINS 404D-22 EPA TIER 41

HP AND SPEED:
32.7@1800

CYLINDERS:
4

Dl.MENSIONS (11 X W X D):
46.6 IN X 2S.3 IN X 60 IN (1184 tv'([vl X 642 MM X IS24 MM)

NET WEIGHT:
1230.000 (557.928 KG)

12V AWNING

PROVIDE AND INSTALL 12V EXTEND/RETRACT Slli\D[ AWNING ON THE STREETSIDE
OF THE 132" REAR SECTION OF THE BODY THE AWNING WILL BE SIZED TO WORK
WITHOUT INTERFERING WITH 'lllE FUNCTION OF THE BODY.

BACK-UP CAMERA

PROVIDE AND INSTALL BACK-UP CAMERA wrru DASH MOUNTED 5" COLOR DISPLA Y

INSTALLATION

NOTE: THE TERM "INSTALLER" BELOW REFERS TO THE COMPANY/ENTITY INSTALLING THE
COMPONENTS ON THE CHASSIS IF PRIME BIDDER IS NOT THE INSTALLER, THE PRIME
BIDDER IS RESPONSIBLE FOR MAKING SURE THE INSTALLER COMPLIES WITH ALL TERMS
BELOW. (NO EXCEPTIONS)

INSTALLER MUST PROVIDE (4) REFERENCES (NAME, ORGANIZATION AND PHONE NUMBER),
WHO HAVE TAKEN DELIVERY OF AN UNDERDECK COMPRESSOR/GENERATOR UNIT
INSTALLED BY THE BIDDER IN THE PAST (5) YEARS (NO EXCEPTIONS)

INSTALLER MUST BE A FACTORY AUTHORIZED SALES AND SERVICE CENTER FOR; VANAIR,
AND LlFTMOORE (NO EXCEPTIONS)

INSTALLER, REGARDLESS OF THE LOCA nON OF THE PRIME BIDDER, MUST BE LOCATED
WITHIN 75 MILES OF THE CITY SAN JOSE. ALL ASPECTS OF THE INSTALLTION MUST TAKE
PLACE AT SAID LOCATION
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INSTALLER MUST EITHER HAVE A PROFESSIONAL ENGINEER CERTIFIED BY THE
CALIFORNIA BOARD OF PROFESSIONALENGINEERS ON STAFF THAT HAS REVIEWED AND
APPROVED THE PROPOSED STRUCTURAL DESIGN AND LAYOUT OF ALL COMPONENTS, OR
MUST HAVE A THIRD-PARTY CERTIFIED PROFESSIONAL ENGINEER REVIEW AND APPROVE
THE PROPOSED STRUCTURAL DESIGN AN LAYOUr.

SAID ENGINEER'S CONTACT INFORMATION MUST BE PROVIDED WITH BID RESPONSE. THIS
CONSIDERED TO BE A MA TIER OF PUBLIC SAFETY, NO EXEPTIONS TO THIS PROVISION
WILL BE PERMITTED,

PRIME BIDDER MUST LIST NAME OF PROPOSED INSTALLER FOR REVIEW AND
VERIFICATION AT TIME OF BID RESPONSE

ENGINEERING DRAWINGS ARE TO BE SUBMITTED WITH BID RESPONSE. FAILURE TO
SUBMIT COMPLETE ENGINEERING DRAWINGS UPON SUBMITTAL OF BID RESPONSE WILL
DISQUALIFY RESPONDENT,

END OF TECHNICAL SPECIFICATIONS

REFERENCE DRA WINGS:

Access
handle "--_~;---'--'J

Access step

(see detcll} '-""'~~=+---fl

(1) icc- ;')./4' ...1R:HO$( (I) t=_,' :y:;r
;\IR HfJ':;:[ (1) 2<:;" H'IJlRALJUC mrn

CIRCUlT HOS(

{'::> S' ll"'(~V':'j;::.cr. ';I).J
SHEl.r

CURBSIDE VIEW
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