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ELECTRONIC MATERIAL BOARD



PHYSICAL MATERIAL BOARD LOCATION

Two 11x17 material sample boards are located in a public display case. The 
material boards consist of the proposed materials specified for this project. The 
manufacturer and material description is listed for each sample.

DISPLAY CASE ADDRESS:
King Plaza – 250 Hamilton Avenue, Palo Alto, California

An enlarged image of the 
display case the material 
boards are placed in.



PHYSICAL MATERIAL BOARD 1
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PHYSICAL MATERIAL BOARD 2



- GLAZING & GUARDRAILS

MANUF: Starphire
STYLE: Ultra-Clear Glass

WEBSITE: www.vitroglazings.com

Has the utmost transparency and 
color fidelity.

S2 3D model
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The glass guardrail is attached to 
the balcony tile with frameless 
standoff pins.



- WINDOWS

MANUF: All Weather Architecture Aluminum
STYLE: Series 6000

WEBSITE: www.allweatheraa.com

ADVANTAGES:
-Maximum energy efficiency
(improved condensation 
resistance, thermal strut, etc.)
-Durability (crimped and mitered 
corners)
-Contemporary-style
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- WINDOWS2



     - BALCONY TILE

MANUF: Caesar Ceramics USA
STYLE: Stone Look Porcelain Tiles
COLOR: Ancient

WEBSITE: www.caesarceramicsusa.com

Balcony flooring:
-Non-sensitive to environmental conditions
- Maintains integrity
- Easy maintenance

A natural finish on the tile will result in a 
non-slip and weather resistant material.

Thickness: 2 cm 

Tile at balcony
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S2 3D model



- CONCRETE

MANUF: Davis Colors
STYLE: Brushed
COLOR: 677 Outback

WEBSITE: www.daviscolors.com

DESCRIPTION:
- Liquid Dose Rate: 0.59 lbs per 94 lb sack of cement
- Powder Dose Rate: 0.5 lbs per 94 lb sack of cement

We’ve referenced the historic use of the site (chrysanthemum wholesaler) with 
a stamped concrete floral pattern at the corner plaza and interior courtyard. 
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- PAINT:
WINDOW TRIM & MISC. STEEL

MANUF: Benjamin Moore
COLOR: Cheating Heart

WEBSITE: www.benjaminmoore.com

All Weather Architecture Aluminum window 
trims and other misc. steel will be painted 
with this color. 

Charcoal/black color used in contrast with white exterior to accent windows 
and steel.
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- PAINT:
CEMENT PLASTER, SMOOTH

MANUF: Benjamin Moore
COLOR: Delray Gray

WEBSITE: www.benjaminmoore.com

The secondary smooth stucco walls will be 
painted with this color.

Medium, light shade of grey to accent the off-white color of the exterior walls.
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- PAINT:
CEMENT PLASTER, SMOOTH

MANUF: Benjamin Moore
COLOR: Decorator’s White

WEBSITE: www.benjaminmoore.com

The primary smooth stucco walls will be 
painted with this color.

Contains cool, off-white undertones (gray/blue).
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   - WOOD SIDING AT BALCONIES

SPECIES: Redwood
STYLE: Clear Heart (No Knots)

FINISH: Clear Coated with Shellac

Properties:
- Graded face will not contain knots or 
defects
- Wood will run vertically
- Returns into interior walls of balcony
to provide a three dimensional look
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- CORTEN STEEL SIDING

MANUF: Corten Roofing
STYLE: Rustwall, A606-4 Corten Weathering Steel

WEBSITE: www.cortenroofing.com

Panel height: 1”
Nominal thickness: 22 gauge
Panel width: 8”, 10”, 12”, 16”, custom width 
up to 20”

ADVANTAGES:
- Extensive corrosion resistance in         
environmental conditions (delays 
future corrosion)
- Will develop weathered-
appearance over time (no need 
for painting)
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Studio S Squared Architecture office
San Jose - California



- CORTEN STEEL SIDING

DETAILS:
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- CORTEN STEEL SIDING9
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- CORTEN STEEL SIDING9



    - CEMENT PANEL SIDING

MANUF: Equitone
STYLE: Linea
COLOR: LT 20

WEBSITE: www.equitone.com

A 3D shaped, façade fiber cement material with a linear texture, rain screen 
application

ADVANTAGES:
- Fire safe (no fire ignition, no spread of fire)
- Sound insulating
- Resistant to water, extreme weather conditions, many chemicals, and 

living organisms (fungi, bacteria, etc.)
- Environmentally friendly, no harmful gas emissions
- Strong, rigid panels

THICKNESS: 10 mm
PANEL SIZES: 2500 x 1220 mm, 3050 x 1220 mm
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Clerkenwall Design Pavilion
United Kingdom - London



    - CEMENT PANEL SIDING10



MATERIALS VIGNETTE

FRONT ELEVATION – RIGHT CORNER MATERIALS

S2 3D model



MATERIALS VIGNETTE

FRONT ELEVATION – BALCONY MATERIALS

S2 3D model



MATERIALS VIGNETTE

FRONT ELEVATION – WINDOW MATERIALS

S2 3D model


